SOLAR COLLECTORS

SOLAR COLLECTORS shall conform to these guidelines to the city-
wide solar collector design guidelines as approved by the
Planning Commission and to the Foster City building and =zoning

code.

MATERIALS , :
Shop~fabricated: Metal and wood to be painted to match dwelling

color and trim.

LOCATIONS
Refer to the city-wide solar collector design guidelines.

PRECAUTIONS
Approval of the Architectural Committee of Martlnlque Place is

required prior to being submitted to the City for processing. .

Conform to the City of Foster City guidelines for solar
collectors and, additionally, the homeowner must receive approval
from the Planning Division and/or Planning Commission prior to
installation.

Conform to the Foster City Bulldlng and Zonlng Codes where
‘applicable.

Structural mechanical, and water~-proofing problems are inherent
with this type of constructlon. Engineering or architectural
services are required. ‘

NOTE: .
Solar collectors shall until further notice require Planning

Commission approval.
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SOLAR PANELS SHALL BE ENCASED WITH
A CHAMFERED WOOD OR METAL FRAME.
PAINT TO MATCH THE COLOR OF THE
ROOF .

SOLAR PANELS, EITHER BOXED AND GLAZED OR FABRIC
LAID FLAT TO SLOPING ROOF, PLACED SUCH THAT THE
PANELS DO NOT EXCEED THE HEIGHT OF THE ROOF RIDGE.

ALL PIPING CONCEALED FROM VIEW, PROCEEDS DIRECTLY -~}
INTO ATTIC SPACES. THOROUGHLY WATER-PROOF ALL ROOF ’
PERFORATIONS. PIPING REQUIRED FOR OUT OF DOORS USE
PROCEEDS THROUGH OUTSIDE WALLS AND DOWN AT ROOF
DOWNSPOUTS, WALL CORNERS, OR CHIMNEYS. PAINT ALL
PIPING TO MATCH HOUSE AND TRIM.

s :

TYPICAL SECTION - SOLAR COLLECTOR PANELS
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