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ESTERO MUNICIPAL IMPROVEMENT DisTRicT REGEVED.  MAY/Z/
610 FOSTER CITY BOULEVARD, JUN 0 2 Z00Rimencan Mandgemment Services
FOSTER CITY, CA 84404-2200 . g
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CITY OF FOSTER CITY
COMMUNITY DEVELOPMENT DIRECTOR'S ACTION
NOTICE OF DECISION

APPLICATION RECEIVED: April 21, 2006
APPLICATION COMPLETE: May 23, 20

ACTION DATE: May 24, 2006

CASE NO.: UP-84-003D

OWNER:

OWNER ADDRESS.

APPLICATION FOR:

ZONING: (Townt es
ACTICON TAKEN- Approved with Condifions

On the date listed above, the Community Development Directer of the City of Foster:City, took
the ‘actior described above en the subject Architectural Review applicatien based on the:

following findings:

1. That the proposal fo estabiis

sllmggdoorzsmthen ned Devel i as t Aand
Xhibit B _are consrstent with ihe Faster Clty General P,Ian and Title 17

._omng, and Chapter 2.28, Planning, of the Foster City Municipal Code betause the.
... ro ww des1n wll marntann the exlsttn aearan.e of residential units i

2. That the design of the proposal is appropriate to the City, the neighborhood and the lot in
which it Is proposed because the design, colors, and matenal of the pro




Hepenr

3 That the design of the proposal is compatible with its snvironment with respect to use,
forms. matenals, colors, setbacks. locatioh, height, design, or similar qualities as
specified in Ssction 17.58.010, Intent and Purpose, of Chaptér 17.58, Architectural
Contral and Supervision, of the. Faster City Municipal Code because 1) the prototypi

design will provide gliidelines to efisure that window and -replace

and consistent for_all residential unds in: the developr

4. That the proposal will not, under the circumstances of the parficular case, be detrimgnital
to the health, safety, morals, comfort and general welfare of the persons residing or
wotking in the neighbortood of such proposed use, and will not be injurious or
detnmental 10 property and improvements in the neighborhicod or the general welfare of
the City: because the profotypical desian will er that afl r ial_units maintair

This action is subject to any eonditions contained in Exhibit A, aftached

Any Architectural Review approval shall, without further action, become null and void if not used
within two {2) years from the date of approval theraof, or within any shorter or longer peried of
time if so approved by the Community Development Director:

Appeal

Pursuant o Section 17.08.150 of the Foster City Muricipal Code, an action of the Community
Development Director on an application may be appealed within ten (10) calendar days after the.
date of the Commiunity Developiient Director's decision, in writing, to the Planning Cormmission.
Appesls may be filed using the .appeal form available in the Community Development
Depariment or by letter. There is a foe for fiing an eppeal. Al appeals must be filed in
-accprdance with Section 17.06.150,

Pursuant to Section 17.68.040.E of the Foster City Municipal Code, any Architectural Review
decision shall net be-effsctive until the permittee acknowledges acceptance of any conditions of
approval and any appeal period has lapsed, or if there is an appeal, uniil a final decision has
been made on the appeal. .



In order to demonstrate that you are aware of and understand the Architectural Review
conditions of approval (attached hereto as Exhibit A), piease sign the original of this letter and
refun 1t to the Planning/Code Enforcement Division. Please keep the duplicats for your
records. Plaase be advised that'a Building Permit will not be issued until the Planning/Code
Enforcement Division has received the sigried Notice of Dedision.

Sincerely,

2. Richard B. Marks
-ﬁ Community Development Director

Reeen k2,

(Applicant’'s Né

Plahners Initiais: ket



EXHIBIT A
CITIHOMES EASE HOMEOWNERS’ ASSOCIATION
Prototypical Design Guidelines for Window and Sliding Glass Doar Repiac:ements

The following guidelines ‘'shall govern the lnstallahon and replacement-of windows and sliding
glass.doors In the Citihomes East Planned Development:

ITIONS OF APPROVAL

All construction shall be designed, constructed, installed, and maintained in a professional
manner and appearance,

Al materals and colors shall be as approved. Once constnicted or instelled, all
improvements shall be mamntained in acéordance with the approved plans. Any changes
which affect the exterior character of the work shall ke resubmiited for approval. The
construction or placement of unapproved features or unapprnved changes t6 buildings or
structures which were a part of approved plans can and will result in the issuance of a “Stop

Work Order” by the Clty, the rieed fc revise plans and obtain City approval for alf changes

prior to recommencing work, and the possibility of penally fess being assessed for
unauthorized work.

Standard residential security requirements as established by Chapter 15.28 of the Foster
City Municipal Code shall be provided.

Prior to any final building inspection approval, imposed conditions and all improvements
shall be completed to. the satisfaction of the City.

All architectural elements such as soffits. screens, etc. not shown or detailed on the pians
shall be finished in a material and color in harmony with the exterior of the building.

Replacement windows shall be the same type of window {i.e. slider, operable, non-operable.
or casemenf) as the existing window, except as approved by the Citihomes East
Horneowners' Assogiafion and the Foster City-Community Development Department.

When ariy window or sliding glass.door on a house's front, side, or rear elevation is replaced
with one that has a different design (with respect to frame color, material or grids), the other
windows and shding glass doors on that elevatior shall be replaced such that all windows
and sliding glass doors on & single elevation share one consistent design, matenal and
frame color.

Replacement windows and doors shall have white vinyl frames similar or equivalent tc Anlin
windows and doors as shown on Exhibit B

When sliding glass doors are replaced, the niew construction method shall be used as
shown on Exhibit C. The frim shail be replaced with Miratec thm and shall be painted fo
match the existing building color (see Exhibit D).

10. Windows shall be replaced uélng the retrofit methods (see Exhibit C)



11. If an existing wifidow or door awning is removed in-order fo install the replacement windows
or doors, the awning shall be re-attached to the building in its original location.

\PPROVAL PROCESS

1. The hemeowner or contractor shall apia_fy for a Building Fermit from the Building
Inspection Division and shall submif the following

« A lgtter from the Citihomes East Homeowners Association {HOA), indicating their
-attion on the proposal.

e A Buildmg Permit application and filing fee

» A photograph showing all the windows.and/or doors to be replaced.
Brochure ‘or information.demonstrating the type of windows or sliding glass. doors
that will be installed.

Richard B. Marks, Co nﬁufn’tybgv&lopment Director Datd |
City of Foster City
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(Single Hung, Single Sider)

Coronado — _ ——=
{Double Hung, Touble Slider, Fusion welded corners (.080
= ‘wall thickness) with multiple

@& Thérmal Date

- hollow chambers for watertight €9 Product Pictures
Malibu strength and energy efficiency. Sinale Sfider (fully
Einahe Blider {cross section}

{Narrow Sash, French Raif) |
: Single Shidér (inside)

Beveled frame and sash for a Single Hing fRuil)
pleasing appearance, Sinale Huhg {inss section}

Single Hung linside)
Double strength glass 3 View Features

-standard, 3/4" overall 1.G. unit
for maximuim energy
efficency.

' " Platinum El‘lteTM iriple chambered silicone foam spacer
- e provides lower ti-factors, sound transmission, and

condensation.

Continuous interfocking reinforced meeting rads for security

and weathertight performance.

Window Systems

Sash tilts in for easy cleaning from inside.

Dual wall glazing leg reduces condensation.

L~ S -003 D

CI'?;[OQ?;OST?{QDCITY' Fully pocketed sill with dual weather-strips for a tight seal.
. PLANNING DEPARTMENT Dual durometer glazing bead for a water fight seal.
® | o , ,
'M_AY 2 4- Zﬂaﬁ Exclusive cem leck fastened to reinforcement passes stringent
: MINIS‘I%‘]A E APPROVAL forced entry test (Californiz Forced Entry).
B A, 4 P& ‘ . N
£ WITH CONDITIONS Contoured iritegral lift rail for clean, smooth lines and easy

operatipn.

Avajlable with our proprietary INFINIT-e .PlusTM high
performance glazing system. (See INFINIT-e profect);
inciudes a permanent easy-to-clean exterior coating.

| INFINITS2LUS

High Peefimmanee Clazmg Syside.

wtpf fwww. anlin.com/normal{ catalina asp Page 1 of 2



-Antin Windows Systerivs Product Pictures

" catalina Single Slider (¢irsine

2

UP Fi 02 4
CITY OF FOSTER CiTY
PLANNING DEPARTMENT
MAY 2 4 2005

*
ADMI NISTR}{‘ APPR
WITH COMDITY ONEVAL

tp /{www.anlin.com/normel/catalina_pl.asp

0471972006 01:16 PM

Close Window
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-Catalina Single Slider Close Window

& UP-FL-003p

ATY OF FOSTER CITY

PLANNING DEPARTMENT
MAY 24 200

ADMIN!STP%V%PPROVAL
WITH CONDITIONS

hittp. { fwyew anfin.com/normal/catalina_p2-asp o



‘Arilin Windows Systems Produrt Pictures

UP-F4-003 D
CITY OF FOSTER CITY
PLANNIMNG DEPARTMENT

ADMINISTRATIWVE APPROVAL
WITH CONDITIONS

htg./ fwww.anlin.com/normal/catahina_p6 asp

0411942006 01:23 PM

‘Close Window

Page 1of1
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‘

Catalina Series Features

i
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G100 Engsn

mom )pud raltdor
clean xmocth;
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Fugenn-wekka corons and
mﬂbmﬂ;’ wmﬂm - e e
for wHlEpht st w:l
energ;
WLp-84-203 D
CITY OF FOSTER CITY
PLANNING DEPARTMENT
MAY, 2 4 2006
ADMIMISTRATIY E APPROVAL
WITH CONDITIONS
y
Fage 1of 1
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Anlin Window Systemns, vinyl windows, replacement MF""W:. raplacement windows and patio doors 041842006 03 51 PM

Anlin History Consumer Alert Products Infinite Project Warranty

Contact Us
"d M ALIB U
Catalina e — —
(5ingle Hung, Single Shder) shidin g Patio oo
Coronado e 4
(Double Hung, Double Slider, Fusion welded corners (,100 wall o
Balys) thickness) with multiple hollow © T7hermal Data
. chambers énsuras watertight € Product Pictures
Malibu strength and energy efficiency. French (full)
{Narrow Sash, Frerich Rad) French.{cross. section)
™ _ French (mside).
Platinum Elite ' ™" triple chambered Narraw (full)
silicone foam spacer provides lower zarmw {Crosds saction)
U-factors, sound transmission, and arrow {iside)

condensation.

Continuous interlocking reinforced meeting rails for security
and weatnertight performance.

Dual wall glazing teg reduces condensation.
Dual durometer glazing bead for a water tight seal

E-Z Glide 1 1/2" tandem roliers for smooth cperation,

Standsrd 2-point fulsh mounted lock that exceeds stringent
forced entry test (California Forced Entry)

Extruded heavy duty screen frame & self-latching racessed
handle, with toagle lock,

Innovative beveled frarne, sash and integral replacement fin
for stucco applications.

Avalable as a french style patio deor with 4 1/2" rails and

(if-FH-622D . stiles.
FOSTER Cl
CITY ?E; DEP ARTME NT A vanety of stvles available up to 12' x 8': X0, OX, X00,
PLANNIN OOX, OX0, and OXXQ, including a "Ret-Door-Ready” model
MAY 2 4 2006 that accepts most "door mounted” pet doors.
ADMINIST FATIVE AFPIEICVAL Available with our proprietary INFINIT-e Plus ™ high
'WITH COMDITIONS performance glazing system. (See INFINIT-e project);
! includes a permanent easv-te-clean exterior coating.
i
| ‘ J e
| INFINIT LLLLS

High Perleamanre Elagng Spaan

http:/ twww.anlin.com/normal/ malibu_asp Page 1 0f 2



Anlin Windows Systems Product Pictares (4/19/2006 03:54 PM

Malibu Narrow Close Window

Lip- $4-803 D
CITY OF FOSTER CITY
PLANNING DEPARTMENT
MAY_2 & 7006

DMINISTRATIVE AFPROVAL
A WITH CONDITIONS

hitp.J fwww.anlin.comfnormal/malibu_p3.asp Page 1nf 1



-Anlin Windows-Systems Product Fictoras 0471842006 63755 PM

Malibu Narrow (M‘S; DE | Close Window

Up-gY¢-003 D
- CITY OF FGST,ER-__(L.‘ITY _
PLANNING DEPARTMENT

AY 2,4 7006

ADMINISTRATIVE APPROVAL
WITH CONDITIONS

ittp.4 fwww anlin:corm/ riormal fmalib :
com/normal/malibu_ps asp Page 1 of 1



Anlin Windows Systems Product Pictures 04119/ 2006 H3:54 PM

Malibu Narrow ( bm;abé‘) Ciose Window

Z%"-wl&

Lep-SG-00F D
CITY OF FOSTER CITY
PLANNING DEPARTMENT

May 2 4 2006

ADMIMISTRATIVE APPROVAL
WITH CONDITIOMS

http: f feeww andin com/normal/enalibu_p?.
p ] 7 alfmalibe_p?.asp Page 1of1
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FEUNER RECEIVED
Installation Methods for Replacing Windows & DobfE ? 1 2—_"”5

PLANNING

DIVISICN

Retrofitting Method

Description. Demolish existing aluminum window/door without disturbing: the existing
mainframe, commonly nailed on to the structure’s: framing members undemeath the
exterior siding (i.e. stucoo, wood, stc). The window usually has & full perimeter nail-fin
that is flashed into the: wall's barrier membrane {i.e .tar paper, Tyvek, Bituthene, etc)
and because this is untouched the new window installation is at least as water-tight as
the original installation, Insulating the permeter cavlty formed by the frame-over-frame
installation helps support the new window and increase the energy efficiency of the
installation. The new window comes with a “retro-fin® to trim the exterior and hide the
presence of the existing aluminum frame and the interior is normally trimmed out around
the perimeter with flat vinyl finish trim. Foster City requires a permit but would perform a

final inspection only.
Uup-g4¥-6o2 5

Advantages:

Fast installation CITY OF FQSTER'C'T;;
¢ ' N . ARNNING DEPARTMENT
* Medium skill-level needed for proper instaliation BN RAIGIEREAR
= As watertight as the original instaliation MAY 24 2005
* Virtually no painting is required post-installation
* No stucco or siding damage on exterior ADM@#?_{&T@%@S@WH
* No tile, sheetrock or wooden sill damage on the interior

Disadvantages’
Loss of daylight opening due o window within window installation
Some people dislike the wider look of the exterior retro-fin
Somewhat less energy efficient than other installation methods
Not suggested for Patio Door installations

@ & & »

New Construction Method

Description: Demolish existing window/door and remove all elements of its mainframe
until the structure’s rough opening is exposed. This may involve the cutting-back or
breaking of the exterior stucco perimeter up to 9” in all directions. A new nail-fin frame
window is then flashed into the wail's barrier membrane with all lower courses lapped
undemeath the upper courses in typical weatherboard fashion to prevent water from
penetrating onto the exterior sheathing andfor framing members. The in-progress
instaflation is usually inspected by a building official and, when approved, the instalier
gither places timboards around the penmeter or re-paiches the stucco which can

require several layers/coats and need curing times.



The interior is finished by either timming the sheetrock and sill back to accept the wider
jamb of the new double-pane window/door unit or a full wooden jamb and casing set are

custom eut and installed.

Advantages’

L S

Advanced skill-level required

Cures improper installafions by original builder, if applicable
Allows largest window/glass/daylight opening size as possible
Exterior has the least amount of thick framing visible

The only correct way to install a Patio Door

Somewhat more energy efficient

Disadvantages:

Much more expensive installation

Longer, messy installation process

If stueco re-patch finish on the exterior is chosen, the texture will not “feather”
seamlessly into the original stucco and will be visible

Significant re-painting is necessary

Our Perspective

As a mult-unit window replacement specialist, we have worked for many Property
Managers and Associations and we can réport that more Associations approve the

Retrofit Method than the New Construction Method.

Here's an example of some Associations that we work within or have completed their
entire complex and the method that they chose:

"'.O.l.l..

P ~F 4003 O

El Cerrito. Burlingame = Retrofit

Blossom Hills Estates, San Jose = Retrofit pﬁﬁﬂ Fgggfﬂ ?A]TY
Lauriedale, San Mateo = Retrofit @ RTMENT
Marina Gardens, San Mateo = Retrofit MAY 2.4 2008

Parkview Heights, SF = New Construction

Pelican Cove, Redwood Shores = New Construction ADMINISTRATH/E APPROVAL
Hampton Placs, Sunnyvale = Retrofit WITH CONDITIONS
Boardwalk Place, Redwood Shores = New Construction

Shorebird Isle. Redwood Shores = Retrofit

Many more in Foster City = Retrofit

There's no right-or wrong answer and the decision on these two choices often comes
down to what you like and what you can afford. Our company standard is that we will
only install 2 Patio Door via the New Construction Method.



Retrofit Window Installation ITi#

Installation Requires Bnowledse af:

= Anpplivabls Federal, State, Loval Codes

o A Eipderstandding o e
* A Working Koo

o ATy with Coanlki ing, » ealing Pril

1. REVIEW THE EXISTING WINDOW

Determine what material the window is made
of, whether its made of wood, aluminum or
steel. The interior portion of the window will be

disassembled and removed. The existing

frame will remain intact-as not fo. disturb the
weather barrier integrity of the wall. The oid
frame is fike a dam and will divert any moisture
running down the inside of the stucco or siding,
around the window opening and down the wall.
Also note the exterior wall construction,
whether it's stucco, wood or vinyl siding. You
will nsed to know this when purchasing an
appropriate sealant for the job. Sealant must
be compatible to the substrates. Example; PVC
-and stucco material, If purchasing an aluminum
product, steps should be taken to protect the
‘aluminum frame from the decomposing effect
of electrolysis. Aluminum products must be iso-
lated from dissimilar or cormosive materials with
a non conductive coating or sealant material.

2. MEASURING THE OPENING
Remove the sash members and metal rails

from the existing window. This will insure that

you are measuring the narrowest point in your
window. This measurement is the daylight
opening. Measure the daylight opening width at
three places, the top, middle and bottom. Then
measure the height in three places, at the left,
right and center. See Fig. 1. After you: have
your narowest width and height measure-
ments, deduct 1/4" from each. This will give
you the “net frame size” for ordering.

Fundamentalsol Residentinl Coaiat
wledge ol the |' ol Eopuitpaneat wnd Method
elures and Gliass

t- U P-FL-68 2>
CJTY QF FOSTER CITY

i Ieoulitios,

(A o AL
seftegumed tornstallatien;

Handhng Procedures,

S

. EXTERIOR VIEW
Fig. 1

When the new Retrofit Window is installed, its flush fin will
lay fiat against the existing window frame and stucco.
Look closely at your old window, there may be parts which
extend past the stucco or siding. Excess parts, hinges
and drip legs must be cut away prior to installation.



Fig. 2

RN ING DEPARTMENT

)
VAR T,

Fig. 3

Fig 4

INSTALLATION

Before installing, inspect the new window. Any
damage fo the window frame joint seals must
be repaired. The sill frack must be able to hold
water for 15 minutes without leaking to the inte-
rior. After inspection, disassemble the existing
window. Remeve the vent panel, center post;
fixed panel and any other components that wil
interfere with the installation. See Fig 2. Once
again, leave the existing frame intact.

Prepare the exterior surface of the wall where
the flush fin of the new window will come in con-
tact. With & stiff bristle brush or putty. knife,
scrape, sand or grind any rough texture around
the existing frame o provide a smooth surface
for installation. See Fig. 3. Remove all dirt from
the sill track.

Test fit the window for size in the opening prior
to caulking. Sse Fig. 4. Check if frame fits flush
against the wall or as close as possible. Try to
minimize the gap between the frame and wall.
Additional blocking for sill support may be
required. Check interior reveals. Trim the flush
fin if a narrower width is required.

Predrill pilot holes into the interior channel of the
new frame at the head and jambs. Do not drill
into the sill. Holes should be no more than 18"
apart, on center, with comer holes approximate-
ly 6" from end. See Fig. 5. Make sure screw
heads do not interfere with the sash operation,



Run a generous, continuous bead of sealant
along the exterior perimefer of the window,

he. vindow, | pup g+-0022
where flush fin comes In contact with the wali.Cl%OF FOSTER CITY

At the sill location, leave a.2" gap at each cafhA
nier o allow any moisture o escape. See Fig. 6.

Insert new window Into opening while applying DM

moderate pressure along the fush fin.-Ensure
that the window is level and plumb by shimming
frame from the interior. Where possible, install
shims at fastener locations. Secure the window
with a #8 X 2 1/2" pan head screw. Start in che
of the upper jamb corners. Screws should be
fong enough to secure new frame fo wood
studs. Recheck for level and shim If required. In
the opposite jamb, secure an additional screw
and recheck for level. If frame is level, secure
all remaining screws. Take care when ftighten-
ing screws In order to avoid distorting the
frame.

With window now secured, run a clean bead of
sealant around the exterior edge of the fiush fin.
See Fig. 7. Wipe off and fool excess sealant for
a clean look.

From the interior, fill the void between the old
and new frames with a backer rod or insulation
material. See Fig. 8. Conceal gap with our fiat
interior trim or a trim of your choice. Run a bead
of sealant along edge of trim for a clean look.
See Fig. 9.

y O
l%'
- )
S

Fig. 7

-

4
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ING DEPARTMEN
MAY 24 2006
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Fig. 5




[nsulation matenal
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' » Wood tritn, plent-ons, and pot shelves il réquire special pre- :
| muﬁons, When necessary under these conditions use mietal :
. fiashing. Use metal flashing on any surfaces where water may not. §
I drain promply. |

« Seal il fwlee In the bulking papet inchiding those catsed by sta- -

1 Bles or nalls. _

1 «Interfaces betwean our products, fiashing and the building’s

:: ‘weather resistive barriér must be sealed with a sealant racom-- 1

y mendad for this application, 1
I « Mulled windows require special reatment. Flease consultinstruc- 1.

: fians Tor your mulled conditions :

§ -+ Holes drilled for-alarms may not e placed on sills or heads and 4

) mist be sesled,

I . Extreme weatheér conditions. may cause waler intrusion into your
‘home and subsequent water damage. Consuit 2 licensed enginaer
for an appropriated rating for expectad local weether conditions:

;- « Do ot apply ilm or fints to tha surface of the glass. These prod-
' uuls can causa Jnsulated unit fallure: '
] . , I

- SEMI-ANNUAL MAINTERANCE i
V. Impropery maintaned products will aduned the performance-of T
1 any window o7 door, The sils and weeps must be cleansd raguiary ;
¢ toaliow for drainage. Water in the sill during 2 rainstorm is normal. 1
1« Weatherstrip should be cleansd and fluffed on a regular basis. 1
1 Weanng of the wool pils s normal. Woof phe shouid be replaced if E
1 ‘98ps betwéen the weatherstrip and frame appeer. i
1 + Harsh abrasive cleaners should never be used on frames or 1
: glase surface. :
1 * If products are within 10 miles of the coast, surfaces should be
§ vleaned with a fresh'water tinse every ong fo thiee months. Car 1

1 waxon the surface wll provide some protection. Anodized or paint- 1

! od surfuces will help prolong the ife and enhance appearance. !

3 Cloan and fubricate hardware components with coriesion resisteint |

§ sprey or lubricant monthly to ensuré proper. pérformance. Silicone

i lubricant spray can be used on all operabie-components. i

1 I

| !

1 1

i

PLEASE KEEP THESE INSTRUCTIONS IN YOUR
‘HOME OWNER'S PACKET.

foon oon i o o an o e e AR R G S Em A s ae

I hisvie Peukcl T sbove Insiriactiots sund understand the manufachasrs recommendations

(insialier s signaiye )
UP-85 083D

R 2
Ve Mﬂ‘b*llaﬂ

MAY :&tﬁﬂﬂﬁebm@wwmnwindawmm

- Inkemetiori) Wiridow Sorthiem OnlMorc

ADMTN o Ritold: WOVAL 80528 8an Antonio Siréet

1808 591

Intarnallondl Window-Afizons, ING Informtational Window-Colorado
2500 East Chambers Strel 5588 Havana Siragt
Phadni AZ 85040 Dewar oo 50238

802-232-2500
Fax 802-268-1100 Fax WB

INSRETO401



Integral Mounting Flange Frame ;
Installation Instructions

[ U8 i

States LocaliCiodes
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INSTALLATION NOTES:
* Responsibilly for protgcting ary Hashing matens! from
damage ceussd by wealher, other frades or vandalism and
propeiy infegrating the flashing system iio the weather
resistive bairer for the entire building will be the responsibil-
ity of the general confractor or his designated agent.
» Fiashing andvor ar appropriete mothad of sealing shafl be
dasigned as a part of an overall weether rasistive harrier sys-
{em. it is ot the responsibiiity of ths window manufaclurer to
design or recommend a flashing system appropriate to each
Job candition

+ Caution shall be used to-avoid damage fo windows before,

during and afler instailation. Windows shoufd be stored.in a.

near verfical posifion In e ¢lean area proiected from expo-
sure fo wesather alemenls.

+ Any damage to the window frame joint seals or mounting
fange must be repaired by the instalfer. Before installatfon,
the sill track must be able fo hold water for 15 minutes with-
out leaking lo the intarior

+ Use ssalant that conforms fo AAMA 800-92 or sealant ap-
proved by the ssalant manufsclurerfor the appropriate appication.
-A!!slnglehmganddoublehungwhdowsmustbe
mmmmmmmmmmmmd
the vent panel and guides.

+ Field applied protsctive coatings can damage insulatod
glass, sealants, vinyl and yaskets. These are not recom-
mended ard will void the werranly. Stucco or concrete lsft on
frames and giass will damage these surfaces. Jf any type of
film or tinting material is applied fo the gluss surface, i could
result in damage and voids the window warrenty, Remove alf
material from surfaces before ariy curing action takes place,
» Flashing material shalil be bamer coated reinforced and
shall provide twenly-four {24) hour minlmum protection from
watsr peneiration when dested i accordance with ASTM D-
770. Flashing materisl shall catry confinuous identification.

» if purchasing an aluminum produci, steps sholld be laken
fo protect the aluminum frame from the decomposing effect
of electrolysis. Aluminum products must be isolatad from dfs-
similar-or corrosive matenals with & noncondirctive toaling or
seatent material.

Fupdamiatal=on Residential O
gt cnned Meybioeks B cpuired i skl

s Prcactires s

MP-?V‘OO:. Y
CITY OF FOSTER CITY °
LANNING DEPARTMENT

MAY 2 4 2006
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Venly 58" clearance
in opsning in both
™ width and heght.

i Verify that wall
sheathing sdges
arg cutdlush with
frame opening ot

all sides

Vendy framing is plumb, straight & tue
Framing shall be free of voids, holes,
chipping, twisting or other contitions
that will not aiiow the sealant to main-
{amn wnﬁnuous contact.

: Fig: 1

+ Sealing/caulng required betwoen the window and the flashing can be
approved by the sealantMashing manufaciurer. Folowing their printed appl-
cation procedures.

« Iif producis are within 10 milas of the coast, mefel surfaces should be
cloaned every one to three months. Car wey on the surtace will provide
some protection. Anodized or painted surfaces wil help prolony the ife and
enhance appearance, Claan and lubficate herdware componénts with cor-
rosion resistant spray or lubricant monthly fo. ensure proper perfoimanice.
Silicons lubricant spray tan be used on all aperable camponents.

VINYL PRODUCT GUIDELINES IN ADDITION TO THE ABOVE.
Wiyl fs an excelient matenial and is very durable, however, it must be han-
tled differently than aluminum. -

. melproductsmusfnwbadmppedon#wcwmwfﬂwnamgﬁnorhﬂ

against hard objects (demage will occiir). Wilh the vent removed or aper, cany
the window with two hands, one on the fixed jamb and one on the mulfion,

« With vinyl products, the full width of the window 5ilf must be fully support-
od during sloregs. Store in & shaded area verfically and on & flat surface
Vinyl products must be stagoered o incroase vertilation and decrease heal

build up.
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. 1, REVIEW AND MEASURE THE OPENING

¢ Fig. 2

Verify rough window opening size hag 5/8" clear-
anhee in both widih and height to the.new window.
Verify ‘framing Is plumb, straight and true around

window epening. See. Fig. 1.
= 2, INSTALL FLASHING
enensto | Vel that wal sheathing sdges are cul ush it
g‘m frame opening at &l sides. Use 9 wide approved
- | fange. flashing . paper Tor sl flashing below window.
1 Extend paper past | the opening about 12* on both
sides. See Fig. 2. Staple paper alohg tha fop edge
whers they will be covered by the mouriting fiange
of the windoi. Staples should be no mora than 12"
P apart. Corrosion resistant staples may be stainless
12" MAX, between stes! or copper. with 3/8" fog for window fiashing.
staples along top edge. | | eave unattached at bottom-edge so that building
‘paper may be installed undemeath..

paper. Lsave unal- Steple 9" wide, seif seaiing flashing paper to each
ledat bobsdp Jamb of the cpening. Extend jamb paper about 12°
may be Installed. beyond the opening at both head and sill. Overlap

sill fiashing with famb paper, leaving botfom edge:
and lower portion unattached so that building paper

Wall sheathing

Verfly shaathm
edges are eut ush

may be installed underneath fater, See Fig. 3.

| Fig.3

- 3. INSTALL THE WINDOW FRAME AND

- FLASHING
_ Apply a generous and continuous bead of sealant
J® Io the backside of the window flanges at head,
ex“’“o;amng jambs and il Use an appropriate sealant for the
type of malerals and bullding condition you are
working with, Install frame info the opening while
applying moderate pressure to the frarme. Closs
and lock the window. Use shims to set frams Jevel,
square and piumh Provide continuous: support
under sill with shims on ALL products. Caution must
be taken to avoid disrupting the continuous seal of
the sealant. Atfach frame lo bpening by first nalling
one of the bolfor comers. Rechesk frame for feve!
and plumb. Fasten other bottom corner. Hinged
and pivoted windows may require -additional fas-
_ WP Sv-v6A p 1eners located nearthe hings or pivot point. Use a
Apply 6" wide, eslf saaling CJTY OF FORTERIENMN of 3 faslensrs per side of frame.

fashing paper fo. both s ING DfPARFHAEMTShouTd be no more than 16" apart and no
cpening v op i S ADIA . Jess than-3in from-comers. Ses Fig. 4. Use corro-

Leave boftom edge unatiached.
Y 2420 resistant fasteniers that are 6d in size orequal
: E Aﬁyg@@x@dﬂvlng fasteners. Use an appropriately

WITH CONDITIONS



sized fastoner to cover the wiath of any pre-
punched hole and adequately secure the window fo
the structure.

If any damage to window frame, joint seals or
mounting flange Is observed during Installation, the
instafler must repair . On viny! products, DO NOT
nail through fin at head of frame. Instead, fasten
nails 1/2" above fin and bend nail over fin fo secure.
This aliows for frame expansion. When storing a
vinyl product, provide support alorig the full length
of the sill fo.avoid waiping or sagging. DO NOT
use expanding foam to insulate around the frame.

Install 16° wide R-15 underigyment over- the jamb
flahges of the window frame. See Fig. 5. Extend
undertayment about 10" to 12" beyond the opening
at both head and sill. Apply a continuous bead of a
suitable sealant along the jamb flanges of the frame.
Leave the botfom portion that extends befow the sil
unatiached, so that buiiding paper may be installed
undemeath. Lay the jamb flashing on the sealant
and flanges, then sectre edges with staples.

Attach 9° wide, AAMA approved, flashing paper fo
head area above the window. Paper should extend
about 12" beyond the opening on both ends and
overfap jamb flashing. Staple only along TOP edge
of paper. Apply a continuous bead of a suftable
sealant along head fiange and veriical joints of jamb
flashing. Ses Fig. 6. Lower head flashing paper
over sealant and head flange. Secure with staples.

4. EXTERIOR FINISH

Whera recommended as parts of exterior wall finish
system, install building paper. Apply weatherboard
fashion, starfing at the hotiom and work up 1o the
top of the wall. Inslall building paper; insulation
board or other matenials OVER head flashing and
nail-on fiange of window frame. Slip bottom of jamb
and sill flashing over building paper at boftom of
window sill. See Fig. 7. Apply a continuous head of
an appropriale sealant along the full perimstsr
where paper and frame meet.

Apply exterior wall finish as per manufacturer’s rec-
ommendation. Some exterior finishes may require P
sealing between the perimeter of the window frame

' and the exterior finish,

E
i

For mechanically joned frames, apply sea)
at corners the full length of the seam whare
mounting flanges meet —

Apply a continuous
bead of scalant on
the backside of

On vinyl peodiicts DO NOT vse expanding
foam to insulats arcund the product.

UG - ‘
ITY OF @ 'ER CITY
NNING E EPARTMENT

Install 15% wids R-15
urderiayment OVER
jamb flanges of win-
dow frame.

ADMINISTRATIVE APPROVAL

WITH CONDITIONS



: * Wood trm, plentons; and pot shelves afl reguire spacial precaalions.
1 Whan macessary under thesa coinftons use metal flashing. Use melal

Apply sealant in line with any I
pre-punched haoles 3t siots on y Mashing on any stirfaoes where water may not drai promplly 1

the mounting flange. Continue Extend 127 45w
Sl b i ot . e ,f;" : + Sealaf holas in the butking paper moludig thows causa by stapies :
ashing seems appix 8 12",y AY 1 ornats 4 !
Seal over Tastener hoads ~ | “lnterfaces between sur products, fashing and the busding’s weather resis- P
y fvebemirmust be ansled with & sealant recornmsndad for ihis apphcation 1
- : » Mullsd wingows require spgcral treaimant Flanse consulf instructions for :
| o mulfed condiions I
E * Holos olied for alarms may not be placed on sils or hesds and must |
I b sealed: ]
i « Extrame woather tonditions mey cavss water inirusion inds your fime "
§ ond eubsequent watsr damage, Condulf a Aoensed anginesr fir an sppro- I
) Aviate rfing for expectsd iooal weather condiions. 1
S 1 * Did ot spply fim-or ls o, the surtace of e gless. Thess produdts can 3
7 ) § cause nsulatod it fture ;
: SEMMANNUAL MAINTENANCE -
1 Improperly mantaned products Wil roduend the parformance of any wh. . |
* Install head ﬂas;hmgppper 1 dow ordoor The s and weeps must be claaned regulary fo elfow for |
OVER sealant. mouriting 1 dmnage. Welsr inthe si durng & reirstorn; % normal. 1
fiange of window frame and ] - el 1
over jamts flashing papers. g * Westhorstip shocid bo dlaahad and fifd on 8 regular basis Wearng 5
Secure with staples. § - Oftha wodl i fs nomial, Wool pia should be tapleced i gaps betweenthe
‘ _ g weatherstrp and frime sppear. 1
Caution must be taken to avoid disrupting the | Harsh abasive cleaners shoukd never be used on Fames of pisss suface. |

: ntinueus seal of the sealant

R e e 3 * 1 prodics ro witin 10 il o the coast st sueces shou bs |
3 cloanedwith a fresh waisr Anss avery one fo three months Carwaxonthe g
§  surlace wil proviie soia profection. Anodized or peintad-surfaces wil heip |
— E prolong the B and enhance appearance: Clean snd bbvicate. hamdware 3
Where recommended as part of the extérior wall hnish eystem, ¥ components with corroson rasistant spray or fubvicent monthy o ensure 1
install tbuilding paper. Apply weather board fasteners starting X proper performance. Sifcons fubicant spray can be ussd on of operatls |
from bottom to top of wall, ! componsnts. ' 1
Min. vertical : ) , :
Install building paper, insulation board or olher laps percode | ) PLEASEKEEP THESE INSTRUGTIONS IN YOUR HOME i
CWNER'S PACKET, i

matarials over head flashing and over top of _.
nai-on flange of frame. .

L e R |

| have read the above Mnstiutions. antt understand the manulactver’s fecomerendations

8rd eoursa of

building paper f Min. horizontal

£4 1aps por code

. { nataltar’s signature }
2nd gourse of
building paper.
1 1st courss of
buiiding paper.
Exterior wall finish: G itk ? viww.intiwindow.com
mﬂ m',i' Ly dﬁ'lz';'.ﬂ f:g;:'ml’b ' Intemanonel Windas-Narthern Calfornia
mendation. Some aﬂ?i” aywdsm m&m
Slip the bottom of {he jJamb and sl extorior imishes may 510-487-1122
Hashing over builing paper below require sealing Fax §10-471-8387
frame. Apply & continuous bead of betwoor the perimater Al
sealant along the full parimeter of the window frame !mwnm Mndm;;ﬂolmadn
i " : t, Py o ] I8 Havana Straot
where flashing and frame mest, and the exterior tinish o, GO 80259
903.-373-8797
Fax 303-373-2216

JFig.7

INSNCos/1
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Semer MIRATEC TRIM PRODUCT LIME
Sonpasita Toim ombines the epe-catahing basiity ef cader with thi kong-  [RVIVEIN F Ao/

Yhera b’ Buy

Aasting performance of an enginesred product Because # is.not -
hardboard, MireTEC Trim will not deleminate, Iy maistuny, ot and termite.
resictant, and is backed by & S0<yaer fimited warranty

Inwsvation.

Trested with zinc borats; moisture; rot and termita resistant MirsTEC
Teim ascels ' all four seasons. Becruse MIraTEC Trim Is specially trented,
It's mors cost-aifective-ovar tifne tian radwocd, cedar; fir or poplar,
MIraTEC lastt longer and holds palnt better,

Thanks to CMI's patented TEC enanufacturiig process, MireTEC Trim s
unifarmly-thick and dense, with no veids or knots. Any way you usa &
MIrATEC Tritn poovides. moximum vield, alimingbes waste, snd offers
pientfu! product supply and <isble pricing.

MHaTEC Trim Jooks just hke res] wood — only betier Combning beauty
with the bestmn techriology end performunce, MIrsTEC Trm helps vou
achreve a distinctive Jaok for tha leng term.

MiraTEC Trim provides the perfact aecent to any sxterior cladding —
cament fiber, vinyl, brick. 0SB, hardboard, wood or stucce. You hava the
option of & smboth side and a textured side for maiimum versetility. It's
factory prmwind with & mildew-resistant-sidmiar on. all four sitdes for'sasy
painting. MiaTEC Tnm presents wonderful possibilites for dentil trmp,
pables, corner posts, porch trim, fascias, windows, -doors, column Wrabs,
~decorative trim and Jther non-strucstural architectural slamarts,
¢Choose tha.
smaivth oy
textured sida
for maximurm
R N R S b ﬂ.f’wlm

EXCLUSIVE, PATENTED TECHNDLOGY.
Tha revolution ks in tha périorpance.

A 30-yanr hmited wairanty:

¥ ‘Molsture, rot and termite resistant, trented with 2ine borats

o oom el s, ok Bt ‘ FOSTER CiTY

o DTS o S e Ur-gy-pozp>  FOSTER Ci

= Gl cdor s o1 o e, smooh on u s CITY OF FOSTER CITY RECEREN

: ::::o:yo ;::.I:'::ﬁ l::f::st::t‘:m ?ILlldqw resitant pl:nl;-é NN[NG DEPARTMEr\hTPR 2 ] iﬂL]B

e e MY AW

S EatRelbie Sas ADMIN IS’}R_g'I?{?.APPRQVAL DIVISIOHi

‘Beiow, vou'll ind photos of MirsTEC in varieus applieations. Taxtuqum;!ggvdpJJ JQM- MirnTEC adds

dapth and decoratrve iiterast, complamenting ciassic ond contemporary homes

Page 1 of 4

1tp./ Jwww craftmasterdoerdesigns.com/pageButld asp?PagelD=A_produci_méllseriDuma
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i MIRATEC

AN BN

Product Ling

MIrsTEC Advaritage
Size Thrrt

Appheation Instructions
Warranty

Literatuie

MsDs

FAY

Givssary of Terms
VWnerz to Buy
Prez.: Renam

€ e TR

CRASTYALT ™ LXTHR SRUNEDRMATEGN,  CONTAS™ oS

ADVANTAGE
Why is MiraTEC batber thea other trim products?

1. MIraTEC 16 bettor thar wood because it 1s an engineerdd prodict that offers performiance thet wood can't. MiraTEC resists warping,
cupping, and zplitting. It is treatad to resist moisturs, rot and termites. It comes with a factory-applied mildew-resistant primer, saving
ume and labor. MirnTEC has® 30 year warranly and offers stabla avadability, quslity, and foll yialds, unfike woed.

2. MiraTEC is better than hardboard trim bacauce MyaTEC i mede of one solid piece through a patentsd process designed spacificslly b
maké trim. Hardboard trim 1$ made from two pileces of hardboard siding that are glued together. Thise tnm producsts may delaminats or
split. MIraTEC is one place, salld thioigh and through,

3. MiraTEC is bettar than 0S8 tim hecause MiraTEC hes & mora suthenbic cedar texiura thah OSE; MIraTEC is reversible {meshing less
Inventory to carry) ond MIraTEG cen be machined jor use 3s & variety of decorative accassories. OSB oMfers nome of thesy bansfits

4. MiréTEC is betber than PVC trim becyuse MirRTEC offets & more raslistic cedar tevture, doee not hwe lssues with thermal espansion, and
- MiraTEC costs haif as much as most PVC tnm, while yffering many of the same performance benefits,

Also:
» MIraTEC has the largest product offering availsble on the market taday, with witlths renging from 2* to 16%
o MIraTEC hag a 30-yaar sartenty. The MITEC warranity covers rot, ‘hall damage and werp. Ne other engineerad wood tiiny covers

this
ABTco Trimboard, Colitns Pine ChorceTrim®, Templs Inland TrimCrafi™, and Georyie Pecific PrimeTim ars hardboard tim products
Louislana Paafic selis SmartTiim, an OSE {orentad strand board) trim product,

L4P-FY-00 32D
CITY OF FOSTER CITY
PLANNING DEFARTMENT

2006

APPROVAL
WITH CONDITIONS

Page 1 of 3

tp  fwww.craftmasterdoordesigns.com/pageBuild. asp?PagelD=A_advantage_m&UseriD=A



# 1.

I FEAR.

MIRATEC®

Treoind Exturor Composime iRl

' INGREDIENTE
combined Jo form a mot
WOOD.
. PHENOLIC RESIN {GLUE)
§» ZINC BORATE

THE PRESS
Sieom injection is forced in the mot in o
i SEALED PRESS which oceelsrates the haot
transfar becouse itis 6 conlfefiod process
Much liké ¢ convéction or miciowove oven,
‘haot i-evanly transfored eraiing o more
unilorm bogrd.,

l'hl.'l.!ﬁ FiE Ll-

Lep-E 00 _
CITY OF FOSTER CI M
PLANNING DEPARTMER

MAY §4 2005

ADMINISTRATi AR
WITH CONDITI

HIRATIL

THE GOAL
| Process 14 specifizally ¢
| fnm. C
comant ik

RESULTS

04/19/2006 01:34 PM

HARDBOARD/OSB

INGREDIENTS

combmed o form o maot

THE PRESS

This rmicst 1 po s

CONVEMTIONAL TW0 FLATEM PREET

HEAPOATD

HARDBOARD/OSB

THE GOAL
Proteis i designed o moke sading . Moty
Irardbeard bim preducty ame fwo pDigces of
sidimg lominated togelhen Accessaiy o &
campiai s Biding line,

RESULTS

MO Fot or Termdes Eegisioon

Hordboartl owar 508° thick b lomncled

TRIMBOERD COMPETITIVE COMPARISON

ABTex Georgla-
Product MIRATEC  Tom Pacific

Board  PriméTrim®
Price $4 % 2]
Materinl Extarior Hardboard Han:lboal_'d

Composite
Treatment Zinc Borate None None
Limited ] 30
Waresnty 30 years 10 vears vearsenes
+ Single Pliece T Two Piocas

Construction Unifarm Piaces Larmimated

) Loulsiany-
CollinaPine 1O e James
olceTe Inland Smartsides Wood Hardled Azek®
TrimCrafe™ 2 : HardITrim™
Tram
58 3 % Varrable $% $54%
Redwood,
Ceder, .
Hordbosd  Hardboard 0SB Sprucs, Pl yres
c Fiber
Fir or
Pme
None None SmartGuard™  Nope None None
10 years 30 years 30 years™*  None i0'yem's 25 years
Single Piere
Portiand
) Single Piece.
Twu Pleces  Twe Preces Single Carfrent, Single
1 e ity By a2 T e | Vimble Pl Tamad L T
Fage2 0f 3

http: ! fwww.crafimasierdoordesigns com/pageBulld asp?PagelD=A_advantage_milserD=A
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LA el Lartidlauey ricue SR, TIAr

- Density  Lamingted (574" Density celluloge
Fiber
. Emdoth and Smooth and smoth Smooth and
Burisce : and \

j 3 Tartured Textured ‘ Texturag
{Smoath/ Reversible  Reversibie ) Raversibls Reversible ! . Taxtired Reversible
Texcturad) {Dauble {Double {Double (Doubls

SKUE) SKUs) SKU:) SKuUs)
Factory. Factory Fartory Factory Factory Factory Factory
Coating Primed 4  Primed 4  Primed 3 Primed 4 Primed & Pfrimed 3  Unprimed Primed 3  Finished
sides sides sides sides sides sidas sldes
Length 16" 16 18 16 16" 16’ Vanes 12 18'-20'
PRI ppw, DT e e 4 e e, 46 64:' ::'
Widths 5, 6% 8% ... 5% 6,8 O 120 1or 130 gpm 4o | Varies - e
IPOPF Pk A SO S L mm_.p 1

¥ 2" primed 3 sides.

** PVC products are not kind to the environmerit ahd ey presént iksues with thermal expansion. In some cases, they
are not suited to all gecgraphic areas

wix Cartain termite damage and edge swell excdudad

s Excludes hail, cecoimpostion dve to fungal growth

Information basad on 2005 praduct raview,

AP -5 G-do 3 )
CITY OF FOSTER CITY
PLANNING DEPARTMENT

MAY 24 2006

ADMIMISTR%‘DmPPFOVAL

WITH CO QNS

ittp:/ fwww.craftmesterdnordesigns com/pageBuild asp?PagelDwA_sdvantage_méUseriD=4 Page 3 of 3
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oM -
Vi MIRATEC
3 ) V!‘I"“-l’-' [
IRESTIRGTEY INtHA  CMIREDNMATION  COdmATTLS
F:'nduét Ling
MIGGTEC Advantige SIZE CHART WHO'S
Sz - CHat T
#ppilertion lislruckons 44 tominal Thickness (374" Actual) WO RRI E[]
warranty ’ ]
Literaturs She 16" Pleces ABGUT
'HEDS Neminal Arfual Width Buudle Unit
s 2% x 392 1 5fa" - Be A U ] I 1 E
Gloesary tf Terms g !:&2 2 ?{4 : S?.g
w_her:-to Buy 4 *;’.3... 3 -1;;_- 8 240 ) WATER ?
il 5 x 192 4 112 4 200
Loteci CML__ £ % 152" B 4 160°
8" x 192" 7 14" 4 120
we e T B1fa" 4 i
AP x-102" 11 1/4* 4 ]
‘18" x 192" 15 if2" 2 60
5% dominal Thicknsss (1" Aciual
Size I Plevas
_ Nominal. Actual Width Bundle, Unk
4 NG 2" 192° 1 58" 12 420
) ' 3" x 19~ 2 3j4* & 240
# 4% % 107" 3 12 & 160
E FE’:\R‘ 5" % 192" 51/ 3 150
€ 192" 5 12" 3 120
8" x g2t 7 ya® 3 80
iR w192 9 174" 3 75
17y 2 11 174" 3 ]
16" ¥ 192" 15°1/2° 2 £2
ST W o 0 s TN P QNPT S S i
A5 Sy~—08 3D

CITY OF FOSTER CITY
PLANMING DEPARTMENT

'MA%ZDDE
A INISTRATIE APPRCVAL
ADMV‘VITH CONDITIONS
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ul
i MIRATEC
Ta b £ » icTlr
=
CRESTF AT INTIRE CMILITRMETITE CAMTATTLS
Product Line -
WraTEC sdvantage  AFFLICAT ICH IMSTRUCTICRS WHO'S
Site Chari )
f oy ‘ Select the link balow to downlosd MIraTEC Trim Application Instructions
Applicatien Inciructions il o i ! .
“;: :_mh; = in PDF format. Acrobat Rendar iz needed to view PDF files. Click hers WGR Hl ED
Lt':erutur-e to download & free =epy of Acrobat Readar. AB OUT
. I BT e ot A LITTLE
Brr wspra vty Wi rim plice on
FaAl) st )
Glossary of Teiras : Jrtriietions
Viere ' Buy 1 WATER?
Pres= Rosm

Contest CMY

TRABRT ™ IPInes IRt ien TEC Application Instructions
* Addendum

FeR—

UP-8Y-063p
CITY OF FOSTER CITY
PLANNING DEPARTMENT

MAY 24 2006
ADMINISTRA? I% APFROVAL
WITH CONDITIONS
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MIMTEC® APPLICATION LIHSTRU@WONS
Treated Exterior Composite TRIM iﬁj‘m'ﬂm ﬂﬁ.mmmﬁmm&mm

Patented smogth or textured blemish-free trim product is desired. MiraTEC resists rot, fermites and moisture

CUTTING: FASTENERS:
Use & fine-tooth hand saw or powsr sew with a combination biade, Cut Power nalling: systems are allowed ~ GONDITION cORRECTION
into the exposec face of the matenal Carbidetipped blades are whan the fasteners ara ‘equal in g
recvmended performance  {such &z nal
withdrawall bending strength and

) cormosion resistance) fo stendand
FASTENING REQUIREMENTS: gahanzed nails. with a #a* head
MiraTEC Trim s a nonstructural decortive trim prodict -and should nct be f:;’.“mh;.f’g S abile s
used where structural lumber properties are required. The Trim is desigred e e mal Mﬂf S
1o be applied to structural framing, sheathing and other mateniak. performance equbalent to hotr -

.
3

used, such ae fCrews OF  coumtersunh

dipped pahvenized. Any other
fasteners
HE

ring-shank nals, must meet the
same minimum aitera  Tapers< or
bugla head fasteners are purmitted
when the heads are pmoperly e

sealed Fram maisture e AV

wipiior
.ﬂ”ml

1
FL—:{J T T T
[

Nail heads, or any other dents, tan be

filed with exterior grade spackiing putty specfically designad ! Foi- Flling nail
holes Aliow putly to dry sand seccth with 100 grit sandpaper and spat
prime bifore paisting Cver time, spacking putty may need o be meplaced
or touched up

Use nall appropriste to style of construction.

Do auot use staples, t-nuils, or galvanized finish nalls. Use of
these fasteners will void the warranty.

FLASHING AND MOISTURE CONTROL:

The structure on which the
PirsTEC Trmn 15 applied
shoukt bg well vented and
dry Do not apply trim
over wet sheathing or sny
doser than & to firished
grade or final kywiscaping.
As with all wood products,
MirsTEC Trirn sheuld not
come In direct contact with
masonry i nonanete.

*Nute: Nail atleast 172" from odge. Do
not nail into <ut end of Trim. For fascia, N
MiraTEC Trim st be double natded
and fastened a mexinmm 24 inches on
center For all other apslications, double
nnit {6" on centar.

Fasten MiraTEC Teim from one end to the other end. Propery flash and space at
least 172" from any concrete Ratwork or honzontal brick ledge: At
CORRECT foundations or exterior brck veneer, the product should be separated
i 2 g mﬂnenmwybvmetafﬂaﬂngpa[wthdemﬁh%lbfeﬁw: 114
. . . Lp-§ y-002D to 142 air space using masonvy standofls In all applications, the Thm

I CITY OF FOSTER CIT\?'WHnotbe allowed 1o stand 1h water:
DO NOT nall towards the WMWG DEFARTME skt ﬂm‘mr; m Sipree mwm&f e
horizontal application must be properly fiashed In accordance

INCORRECT z 4 2005 :
i - o7 wiﬂr:he siding mamsfacturer’s application requirements and

— ADMIN.IST_ EAPPROVAL TAng codes

WITH CONDITIONS .
BUTT JOINTS: EALANT:

AB joirrts must fall over a framing member: (Space all butt and scarf Sealant is required at butt joints and where Tran abuts stding, wanckws, doors or
joints 1/8* apart and apply sealant into the full depth of the 1/8* othermaterials Lise only’ exterior quality sealert: that rematns flexible over tme
Do not use hard-setting cauk Apply caul according fothe ranufacturer’s written

Jont) Double nail all joints on both sides as noted in the diagram.
instructions. Caulks and sealarts that meet ASTM %20 are recommended



“betore painting - Washing

SURFACE PREFARATION:

The surface must be free of dust, dirt, midew and other foreig inaterials
with water and a mild detergent will sually
remove dust and dirt Nlewthe suiace to dry before pilnting IT riukdew

s present, coritact- & jvairt supply store for recommendeéd rmathods of

rernoving and coritrdfling rmildew

PAINTING/FINISHING REQUIREMERTS:
MiraTEC Trm is manufactured Fom wood and rust be painted with an
axtérior coiating system in accordance with the: folkwiang speciications to
fulfli the viarrarty vequirernents.

Always follow the pamt -manufacturer’s recommendtions for the
application and majatenance &f teld-applied paints,

The following toptoats are not recommendéd by €Ml or
most paint manufacturers bacsuse of short sarvice life,
poor pratection against UY fight, and higher potentials
for performance problems:

Shake and 'sﬁirg’ié Pants Vieyl deryhic part

Flat oil paint Vinyi-acetate paint
Viny acetite cospolyrer pant Cleur cotiings
Transparent or semni-transparent stains  Opague solvent. stmns

PAINT APPLICATION:
1. Prire arid paint 3l exposed Tisld-rut edges of gxtesor tair using &

high quality exieror oflfalkyd solvent based or acrylc latex prinser.

recommended by the pat manufacturer for application wer compagte
wiood subsirates

2 Conat all opossd surfages mnckiding the bottom edge

3. Finish MaTEC T with two coats of pairt aithin 90 days after
instullaton If, due to unfomseen cintumstarces, the mwtenal s qot
pairtec within 90 déys, repre the.trifn using-in exterior primerthat is
specifically. recommended for-ise o1 composte wood products and
comipatible with the topcoat to be used. Use the stime primer for reparr
of any damage 1o the: eriginal factory applied pramen '

4 A tota) fieid-applied dry fllm palnt thickness of 2 minimum
of 2-'. rnils is required on MiraTEC Trim. This reqiires the.

application of two or more unitinned coats-of paist at the spread rate
recominended by the. paint Menufacture: Note: The paint:

manufacturer may require s primer and topcost combination,
Eofiow all paint can recommendations.

CMI is not responsible for the performiance of fisld applied
finishes: Finish performance is dependent upon coating
quality phd epplication methods which are factors controlled.

by the finksh manufacturer and applicator.

MACHINING:

MirsTEC Tt can be ‘prooved
©r machined to proriuee.
decorptive applications. Do not
exceed 3|25 457167 Jepth for
both the 4/ and 54 product.
Routed or grooved prodiict
should et have amy flat
surfaces where™ wateir c#n
accurmuilate: - Mairtain an an
of stledst 10D degres from
verticil to provide postive
drainage and not alfow muisture
to aoumulate on the material
Re-pririe all maghined aread
with a high-qualty exterior o
(recopmended) or scrylic fatex

‘primer farmulated forweod.

STORAGE:

Cover when stored outside
eep MiaTEC Triny off the
ground and  dry  Bxcessive
moisture pick up from improper
storage may affsct  the
performance of MiraTEC Trifn

TYPICAL TRIM USES:

MiraTEC Trhm ¢an be wsed in a vanety of ications as
noted below: . sl

“«..‘\s T
Sirge

K&X\ ..#l.‘, = - .lJ -

7,

mrmmwmu;nwlmmwmwmmwnmmﬁmhmmmmmmmmmam

producis-as outiined snd fliustrated ynder isiral <ohditions of inataflation- CMI 3 & puiacturer of bullding o I does net prachice. archivecture or. enginsering, The Tecommendations

ymndodlnﬂl::dhtmrqdw;:ntuurhatlnwbménno:frdewmmhmnﬂapﬂhﬁnsﬁmlmlm:ﬂpphmum&dhﬂdumﬁ:smﬂhudﬂgﬂ

raqtiiromants; they 2re ot to be deenad Sichive 6r oTiusioniry of these practices and requimmenrs Linjess Approval it obtained i writing friom the Product Performs bt

CMLPO Bow. 31, Tonunds, PA 185841, any deviaion from thess retoms i _ﬂ:hlhumkddt:iﬁw i e o

‘These, appiication nstructons are the mininium requirements for th ";pﬂimklhdﬂl-ﬁa;momymmwﬁﬂMqumMmmmmndm‘.h
W Parformiilcs

6 Pore reitrictive, the applicabls regulitions st b foll A nq" g i Prbduc mwmmmnnwwmwmﬂm
3 oll as complisne nze appiication instrurtions, are tha responsbiity of the archivect,

mdpmiwﬂmmﬁnnprpnmonh:ndmmu-mh i
S P! NING DEPARTMENT
]
¢ MiraTEC Trim Govered by ane o more 5! he f<Bowing patents
| m%Mmmwnm,m ed)} AL 5,677:969; 5,980,708, 5,893,708 8,080,852
- ADMIN!STRATN APPROVAL QaNN1:T0e

WITH CONDITIONS



(IDATE®  APPLICATION INSTRUCTIONS
MIRATEC ADDENDUM

Treated Exterior Composite TRIM

BOARD AND BATTEN
APPLICATICN INSTRUCTIONS

MiraTEC is nok approved for use as an exterior siding product,
However, it ts acceptable for MiraTEC to be used as a batten in
2 board and batten style application, pictured below.

MIRTEC '
“batten _,f' g
apphieatiot e /

MiraTEC can be applied directly on top of the board
matenal, including, but not limited to; wood fiber cement
products, vood .composites, and other wood products, CMI
recommengs usihg 3" MiraTEC or wider for use as battens.

+  Battens should fall over framing members. Maling
pattern should be 12 on center (O.C), staggered
pattern. Nails shoutd be of sufficient length to have
| " penetration into the framing member with a

minimum of a 3716" head

» Vertical battens do not heed to be caulked. The board
butt juint behind the batten should be treated perthe
recommendation of the siding mantfacturer

Caulk Optioral

Up-Str-coz D
CITY OF FOSTER CITY
PLAMNING DEPARTMEMT  Apply Cauk

RSP MINi‘S’M

s o g WITH CONDITIRE:Ten

Battens can also be screwed into boards dnd sheathing,
preferably cver fraring members. Screw type shoufd
be a minimum of a 6 mm head with full thread
penetration into the board or minimum of % into the
framing mermber Screw pattern should be 12" OC,
staggerad pattern

A combinatisn of nails and gloe <an also be used to
fasten MiraTEC battens. M| recommends.a high
quality sxteriorgrade glue.

Al three (3) axposed faces on the batten nead {o
be primed-and pairted, per the MireTEC Application
instructions (insert ¢ode # for accuracy).

Tieat all othei- appheations per our instruchions, such
as mside and outside comers, butt joints, horzontal
applications; eic.

2006

APPROVAL

CraftMaster Manufacturing, Inc. (CM])

£00-255-0785

Covared by one or more af the following patems:

§877.360; 5,980,780, 5,095.709; 8,000.562

043201 -3/05
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WITH CONDITIONS
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MATERIAL SAFETY DATA SHEET
MIRATEC®
DATE 05/2005

EMERGENCY TELEPHONE # (800) 424-9300 (CHEMTREC)
LUA-F g, 2

cMI
PO BOX 311 CITY OF FosTER A1
SHINER ROAD PLANNING pEp AgTﬂng
TOWANDA, PA 18848

PHONE: (570).265-9121 ADMINISTRA VR 5,
FAX: (570) 265-4336 & WITH cémf,;-:;f-_’;.}fjg’" L
~esen-SBCTION 1. MATERIAL IDENTIFICATION evuscs

PRODUCT NAME: MIRATEC TREATED EXTERIOR COMPOSITE TRIM

----—-SECTION 2. INGREDIENTS AND HAZARDS «--rm-

INGREDIENTS AND HAZARDS EXPOSURE LIMITS
WOOD FIBER OSHA
(USE OF THESE PRODUCTS TWA: 5MGM3

MAY CREATE WOOD DUST)  STEL: 10 MG/M3 PEL 15 M(G/M3 - TOTAL
5 MG/M3 - RESPIRABLE

ACGIH
TLV-TWA: 1 MG/M3

PARAFFIN WAX (CAS 8002-74-2) TWA 2 MGI/M3 (FUMES)

TWA 10 MGM3 (FARTICULATE NOT

ZINC BORATE (CAS 136265-88-0)
OTHERWISE CLASSIFIED)

PHENGLIC RESIN (SOLIDS)(1) TRADE SECRET NONE ESTABLISHED.

(1) THE U.S. DEPARTMENT OF HOUSING AND URBAN DEVELOPMENT RECOGNIZES
THE LOW FUMING NATURE OF PHENOLIC RESIN PRODUCTS AND HAS EXEMPTED
THEM FROM THE TESTING AND CERTIFICATION REQUIREMENTS OF THE



MANUFACTURED HOME CONSTRUCTION AND SAFETY STANDARDS (24 CFR PART
3280).

~—--SECTION 3. PHYSICAL DATA --vnn
SOLUBILITY IN WATER: NiL

SPECIEIC GRAVITY (H20=1); 0.60 - .90

APPEARANCE AND ODOR: LIGHT BROWN TO BROWN COLGRED BOARD WHEN
UNCOATED, LOW ODOR.

----- SECTION 4. FIRE AND EXPLOSION DATA - or

FLASH POINT AND METHOD: NONE

AUTOIGNITION TEMPERATURE: VARIABLE 390 DEG, - 500 DEG. F,
FLAMMABILITY LIMITS IN ATR: VARIABLF.

EXTINGUISHING MEDIA: WATER, FOAM.

UNUSUAL FIRE/EXPLOSION HAZARDS:
WOOD DUST REQUIRES 0.040 JOULES/MINUTES OF ENERGY FOR IGNITION AND

CAN PRODUCE AN EXPLOSION PRESSURE OF 113 PSIG. MAX,

SPECIAL FIRE FIGHTING PROCEDURES: WHEN EXPOSED TO FUMES, WEAR A
SELF-CONTAINED BREATHING APPARATUS (SCBA) WITH FULL FACE PIECE
OPERATED IN THE PRESSURE-DEMAND OR POSITIVE PRESSURE MODE.

COMMENTS: IF WOOD DUST IS BEING PRODUCED FROM THIS PRODUCT. IT
SHOULD BE KEPT IN A COOL. DRY PLACE AWAY FROM IGNITION SOURCES. HOT,
HUMID STORAGE CAN RESULT IN SFONTANEOUS COMBUSTION.

wneaneSECTION 5. REACTIVITY DATA -

AVOID CONTACT WITH OXIDIZING AGENTS AND WITH DRYING OILLS.
STABILITY: STABLE

HAZARDOUS DECOMPOSITION PRODUCTS: CARBON DIOXIDE, CARBON
UP-EY 20 3D

MONOXIDE. -
CITY OF FOSTER CITY
PLANNING DEPARTMENT
MAY 24,2006

T A
ADMINISTRATIVE APPROVAL
WITH CONDITIONS




HAZARDOUS POLYMERIZATION: WILL NOT OCCUR.

~——SECTION 6, HEALTH HAZARD INFORMATION wore

EFFECTS OF OVEREXPOSURE: AVQID PROLONGED REPEATED BREATHING OF
WQOD DUST IN AIR. REPEATED EXPOSURES TO CERTAIN ' WDOD DUSTS CAN
PRODUCE SUCH ALLERGENIC RESPONSES AS DERMATITIS,; ASTHMA AND

BRONCHITIS.
EMERGENCY AND FIRST AID PROCEDURES:

EYE CONTACT: FLUSH EYES, INCLUDING UNDER EYELIDS, THOROUGHLY WITH
WATER.

SKIN: WASH WITH SOAP AND WATER.
INHALATION: REMOVE FROM EXPOSURE TO FRESH AIR.
INGESTION: CALL PHYSICIAN.

ueem-SECTION 7. SPILL. LEAK, AND DISPOSAL PROCEDURES -»e-e-

SPILL/LEAK: PICK UP,

WASTE DISPOSAL METHOD: IN ACCORDANCE WITH FEDERAL, STATE AND LOCAL
REGULATIONS,

VENTILATION: IF CREATING WOOD DUST IN ENCLOSED ENVIRONMENTS, USE
GENERAL AND LOCAL MAXIMUM EXPLOSION PROOF VENTILATION TO MEET
TLV'S CITED IN SECTION 2. USE VACUUM SYSTEMS RATHER THAN COMPRESSED
AIR BLOWERS TO REMOVE WOOD DUST.

EYE PROTECTION: ALWAYS WEAR EYE PROTECTION IN ENVIRONMENTS WHICH
MAY CONTAIN WOOD DUSTS. BO NOT WEAR CONTACT LENSES IN AREAS
CONTAINING WOOD DUST. MAXE EYE WASH STATIONS. SAFETY SHOWERS, AND

WASHING FACILITIES AVAILABLE.

COMMENTS: ALWAYS PRACTICE GOOD PERSONAL HYGIENE WHEN USING THESE
PRODUCTS. AFTER COMING IN CONTACT, WASH HANDS BEFORE EATING,
DRINKING OR SMOKING. DO NOT EAT, DRINK. OR SMOKE IN AREAS WHERE THESE

PRODUCTS ARE BEING CUT OR SAWN. UP-8de 3
CITY OF FOSTER CITY
LANNING DEPARTMENT
MA( 2 4- 2006

ADMINISTRA E APPROVA
WITH CONDITION.J .



.

—--—SECTICON 8. SPECIAL PROTECTION INFORMATION —~-—--

RESFIRATORY PROTECTION: |
APPROPRIATE NIOSH RESPIRATOR, APPROVED FOR ITEMS LISTED IN SECTION 2

SHOULD BE USED WHEN CUTTING OR. SAWING THESE PRODUCTS.
--——-SECTION 9. SPECIAL PRECAUTIONS AND COMMENTS <uones

WOOD DUST CAN CAUSE LUNG, UPPER RESPIRATORY TRACT, EYE AND SKIN
IRRITATIGN. SOME WOOD SPRCIES MAY CAUSE DERMATITIS AND/OR ALLERGIC
RESPIRATORY EFFECTS. THE INTFRNATIONAL AGENCY FOR RESEARCH ON
CANCER (IARC) HAS CLASSIFIED WOOD DUST AS A NASAL CARCINOGEN IN
HUMANS. WOOD DUST REPRESENTS AN EXPLOSION HAZARD IF A DUST CLOUD
CONTACTS AN IGNITION SOURCE, OR MAY SPONTANEOUSLY IGNITE IN CONTACT
WITH STRONG OXIDIZERS. AVOID DUST CONTACT WITH IGNITION SOURCES.
SWEEP OR VACUUM DUST FOR RECOVERY OR DISPOSAL. AVOID PROLONGED OR
REPEATED BREATHING OF WOOD DUST AVOID DUST CONTACT WITH SKIN OR

EYES.

IMPORTANT: THIS INFORMATION If OFFERED IN GOOD FATTH. ALTHOUGH
REASONABLE CARE HAS BEEN TAKEN IN THE PREPARATION OF THIS
INFORMATION, MASONITE CORPORATION MAKES NO WARRANTY OR ANY KIND,
EXPRESSED OR IMPLIED, CONCERNING THE ACCURACY OR COMPLETENESS OF
THIS INFORMATION AND DATA, AND ASSUMES NO RESPONSIBILITY FOR ITS
APPLICATION TO PURCHASER'S INTENDED PURPOSES. IF PURCHASER ALTERS THE
PRODUCT IN SUCH A MANNER AS TO CREATE WOOD DUST, THEN THIS IS THE
PURCHASER'S RESPONSIBILITY. NORMALLY RECOMMENDED INDUSTRIAL
HYGIENE, ENGINEERING FRACTICES AND SAFE HANDLING PROCEDURES ARE
BELIEVED APPLICABLE AND SHOULD BE APPLIED.

C'TY&M—S"/ a3

¥ QF FOSTER CITY

PLANNING DEPARTMENT
MAY 2 4 2006

ADMINISTRATIVE APPrOV
WITH CQF?JD!TION?VAL
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M gard Tuscany” Series benefits you even more..

New windows are a smart investment.
If you've been wondering whether or not it's time to replace your old windows, consider the following:

* New windows are more energy efficient, making your home more comfortable in the winter and summer
* New windows can keep out outside noises making your home feel more peaceful and serene.

* New windows can enhance your home's beauty and curb appeal.
Replacing windows is one of the eastest home improvement projects. Instaliation often takes just one day.
* Replacement windows give you a great return on your investment: 99.2% according to a 2005 research study conducted by

Remodeling magazine, a Hanley Wood, LLC trade pubiication.

Replacing your windows is like any other home improvement
project. The hardest part is getting started. The good news is
we've created this brochure to give you afl the information you

need to make a smart replacement window chaice for your home.

Replarement Windows
Eeturn on Investment
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M zard Tuscany” Series benefits you even more.

New windows are a smart investment.
If you've been wondering whether or not it's time to replace your old windows, consider the following:

* New windows are more gnergy efficient, making your home more comfortable in the winter and summer.

* New windows can keep out outside noises making your home feel more peaceful and serene.

* New windows can enhance your home’s beauty and curb appeal.

* Replacing windows 1s one of the easiest home improvement projects. Installation often takes just one day:

* Replacement windows give you a great return on your investment; 99.2% according to a 2005 research study conducted by
Remodeling magazine, a Hanley Wood, LLC trade publication.

Replacing your windows is like any other home improvement
project. The hardest part is getting started. The good news is
we've created this brochure to give you all the information you

need to make a smart replacement window choice for your home.

Ypinerment Windows
Return on Invesimend
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Why Tuscany™ Vinyl Replacement Windows are a gr at




cl lice for your home...

TURE T GRS

why s hnase Sfgad tustany™ il
Milgard is one of the largest and most trusted names in windows and doors. For over 45 years,
we've demonstrated our commitment to improving vinyl window technology. Our most recent

advancement, 3D MAX™ energy package, can help improve u-factor by as much as 23%.
By improving u-factor, the energy efficiency and comfort of your home improves,

5 Bfpline b cqvsfaclion and prase of g

Milgard Tuscany Series replacement windows offer what is quite possibly the best
homeowner's warranty in the industry. Every properly installed Milgard Tuscany window is
guaranteed against defects in workmanship for as long as you own and five in your home.
Tuscany windows even have a Full Lifetime Glass Breakage Warranty In the unlikely event that
you do need repairs, we'll take care of it free of charge, and that includes materials and labor.
No hassles. No hidden exceptions. To learn more about our warranty, visit milgard.com.

Wiy ean we giee you such an opisianling waranty?

Milgard sets very high production end quality standards, and we partner with only the very
best dealers. We have manufacturing facilities throughout the country. Our facilities are closer
to our customers, most within a three-hour drive, ensuring that we can rapidly deliver windows
and quickly fulfill our warranty promises.

Aty move wiin adbded sasaraneg:

We've been named “Best Quality in the Nation” six times by Builder magazine.

We've been named the nationat “Most Used Vinyl Window” four times by Builder magazine.
Both Professional Remodeler and Professional Builder magazines have named us

“Most Preferred Vinyl Window™ for the past three years.

THEOSE THE TUSTANY WIRDHOW STVLE O GNP ERATI
VAT BERT SUHTS YOUE MOME 3TY0E AND ARSGHTREITURAL NIEDS,
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Tuscany™ vinyl replacement windows. Smart looks ¢ i

Tuscany Vinyl Replacement Windows

The Tuscany Series was specifically designed for replacement and remodeling applications. These architecturally styled windows give you advanced

features you simply won't find on other windows, like Milgard's exclusive SmartTouch™ lock and PureView™ screen. This innovative screen uses

smaller diameter thread, which both impraves the view and curb appeal by reducing the appearance of the screen. Plus, Milgard windows are easy ;
to clean, operate effortlessly and are virtually maintenance-free. All of which miakes Tuscany a smart chaice for your replacement project. _D




57 lart features make them a smart choice.

SmartTouch™ Lock

Milgard's exclusive new SmartTouch lock comes standard on all Tuscany™ windows.

* Visual lock status identificabon. When the window isn't fully closed, the lock handle is raised. At a glance from across the room, you'll know whether
or not your window is locked,
* One-touch function. You can unlock, open and close the window with just one hand.
* Clean design. Our SmartTouch is built into the sash rail. The lock profile is essentially Aush with the window for a sleek, sophisticated look.
® Peace of mind. When your window is closed, it's locked. SmartTouch exceeds the toughest forced entry requirements.
e Built to last. SmartTouch is built tough to work with ease for as long as you own your window.

The inside view...

DESIGN DETAILS COMFORT AND FUNCTION

* Frame detsils such as shadow lines and mitered glazing bead enhance » Canstant force sash bialancing technolngy on the double-hung
window aesthetics window provides smooth operation and tilt sash functionality

* Even sight lines between multiple combination windows deliver » Vent stops for controfled ventilation

an architectuially pleasing look. * Engmeered window screen pull rail makes it easy to install
* Innovative folding operator handles give Tuscany casement and awning

windows a sleek and polished appearance.

- ity i i ™ :
Our commitment to qualltgy is clearly seeri in our ne_w PureVieIw sc@en PEACE OF MIND
Standard on all Tuscany windows, the new screen gives you clearer sight * Quite possibly the best homeowner's warranty package
fines for improved clarity, more light and better views, ¥ the Thdustry:
Milgard’s Full Lifetime Warranty plus an added Lifetime Glass
Breakape Warranty.

* Milgard's factory-trained service specialists, who are
very familiar with all of our windows’ designs, perform all
warranty-related repairs and replacements.

and remove screens.




Style and substance. Tuscany™ replacement windows g e

Options that reflect your sense of style.

Enhance the look of your Tuscany windows by going beyond their standard configurations.

QESCURE CiASS
To add privacy where window coverings
are impractical or undesirable, we
recommend obscure glass. Our obscure
glass can be tempered for safety and

is available in numerous styles, some of
which are shown here

§l
! ﬂ .
; T —
. AETTI OR MARTCHW NETD
CRD ORFIBNS
Get even more creative with grids. By simply altering the grid design. you can dramatically impact Simulated Divided Lites™
your home’s curb appeal. Below are just a few of the many possibilities grids offer to you. TS e oferys
the choice of Simulated Divided
Many of our gnds are placed inside of our dual-glazed insulated glass units, making it easy to Lites (SDL). SDLs are 7/8" wide
: clean. Plus, our window grids are perfectly color-matched to your window. grids that are applied on both
| the inside and outside glass
panes that add depth to the grid's
el - =, 2 izl g i | — appearance. A third grid is also
l i i I ; i: oty jo0 | i 3 placed between the two glass
I [l i 1 [ ¥ R -1 z : T panes to give your window a
b '! i Y Lo . iy mote authentic divided lite look.
Ii et s I & vuivaminsatns 5 S < e < S N | 2EN . AT SDL grids are a perfect finishing
' il i touch to traditional homes

* Simulated Divided Lites are not __:2’
available in all markets.




y< i aesthetic and energy efficis

AT fhrsit ™ el ciime S Landuyd withy Sitigands enchiniive Suntsat’ Low (T insutating ghiss aid itedt ENERGY, STAR? fatings
Ftae Al Clersfine vt ittt v g it iy it Cclimdoes "M g nffeis 307 And 50 RKAAK ™ by Lplirsib

THREE DIMENSIONS OF PERFORMANCE

At Milgard, we incorporate three elements in the design of every window. It starts with our engineers, known for the:r fndustry—
wmdow desngns using Milgard patented technologies We then pmduce our ownwnyl frame materials i 3

BETTER

" 3D Ufc/ e

s e AT s mg g Vgt i :
P E g B wey o g i R N - P, —

The superior design of our standard At least a10% increase In performance. Up to 23% increase in performance
windows meets ENERGY STAR Upgraded components are added from standard offering Delivers what
requirements. for a perfect balance of performance you need {o achieve the highest

and value. performance—where you need it.

QUALITY MATCHED COMPONENTS

Only Milgard varies the selection of quality components used in its energy packages by geography, perfectly matching the window to the
dimate. Every part of your Milgard window is made to our strict specifications—another reason why we can offer our Full Lifetime Warranty.

2

=]

w*m.wmmm Blass

COUL SUMMERS  WARM WINTERS

SunCoat is a clear coating applied standard to one side of the glass in all SunCoatMAX provides the best clarity and highest performance
our dual-pane windows. This microscopically thin coating reflects heat of all solar gain Low-E glass products, It reduces harmful UY rays
from its source in the summer and retains heat inside in the winter while that fade carpet and furniture up to 95% while still maximizing
also reducing harmful UY rays that fade carpet and furniture up to 84%. light in your home.

A EdeeGardMAX"™ SPACER
_5'T taditional spacers simply divided two panes of glass and didn't Milgard’s EdgeGardMAX spacer is state of the art utilizing a patented
contribute to a window's efficiency. Milgard's EdgeCard spacer all-foam design. All-foam spacers conduct noticeably less energy,

gatard ™ SPACER

thereby making cold windows feel warmer and warm windows feel
cooler. With up to 18% impraved sound absorption aver traditional
spacers you will hear less noise.

uses a more advanced design that provides superior insulating
properties and reduced condensation.



Inside and out, Milgard windows and doors can g. ‘e

Complete your home’s transformation
with doors and specialty windows.
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y ar home a fresh look in as little as one day.
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We're leading the industry again with our Full
Lifetime Warranty with glass breakage coverage )

We believe so strongly in the quality of our windows that we stand

behind every Milgard window and patio door we build. Our Full Lufetnme "
Warranty promises that we will repair or replace any defective Tuscanv_f,}"..
replacement window or door free of cost to the original homeown 3
Parts and labor included.
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Open up to a worid of
possibilities with a new
Mlilgard door.

When you select a patio door for your home, you are reflecting your
personality. It's an extension of you — a personal statement. It's the
passageway for guests and family. It welcomes in sunlight, and protects
you from the elements. The right door can add so much character to

your home - and be an investment you'll value for a lifetime,

e
R,

That's why so many people chnose Milgard doors. Milgard patio
doors — like Milgard windows — come in a panorama of designs to
complement virtually any home. Each door is custom built to fit your
home. Manufactured locally for shorter lead and delivery times. And
backed by our industry-leading Full Lifetime Warranty that covers
both parts and labor for as long as you own and reside in your home.,
If you're looking for the perfect door to match the world's best

windows, the choice is clear. Milgard.

ON THEZE COVER

Migard's WoodClad™ two-panel French in-swing door combings the beauty of
wood ingide with the strength and durability of fiberglass construction outside.
Fumiture-grade vertical grain Douglas Fir can be ciear-ooeted or staned to
match your niterior wood.
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A LEGACY
OF QUALITY

Wl ‘Hi

Milgard

or over 45 years, people have trusted

Milgard windows and doors. Our company
began as a small glass shop in Tacoma,
Washington, in 1962. Founder, Cary Milgard,
never wanted to be the biggest manufacturer
— only the best, That dedication to quality and
service has made Milgard one of the largest
window and door manufacturers in the country,
with over a dozen manufacturing and service
plants nationwide. As we continue to grow,
our focus remains on building one exceptional
door or window at 2 time We invite you to
experience the Milgard difference for yourself.

The Right Door for You
No Matter Where You Live

‘ JC 7 hether you live in a colonial in Virginta,

a ranch house in Santa Barbara, or a
brownstone in Chicago, Milgard makes a patio door
just for you. Since every Milgard door is custom
made to your order, you have the freedom to think
outside the box, Tweak a size here. Add all-out
drama there. Give your patio door a distinctive grid
configuration, or combine doors with a transom
window or sidelite windows for a one-of-a-kind
patio entrance. The possibilities are endless — and
best of all, every Milgard door is guaranteed to last
for as long as you own and reside in your home.
For complete warranty details visit milgard.com.

D
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STARTS WITH
THE FRAME ZSBB .. oo i comeiion
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"]“‘he frame and panels of a door are
f. iability. ’“f"
the cornerstone of its reliability. ﬁ

l The best doors are as tough as they are

Ir g beautiful — and that's where Milgard

T ALL 1

Ultimate Performance
in Every Season

Imagine a material that wards off wind, snow and rain year after year — without peeling, swelling, expanding
or contracting, cracking or warping. A material — unlike wood — that's impervious to cold, heat, insects,
salt air and corrasion. A material that's extremely waterproof
and has the same thermal expansion and contraction proper-
ties as glass. That's the beauty of fiberglass. Until recently,
the complex frame components required for door designs
have been impossible to attain with fiberglass. Milgard's
R&D team changed all that by engineering a door system
that is as attractive as it is durable, and efficient anywhere
from the equator to the North Pole. That's the beauty of

the WoodClad™ and WUltra™ fiberglass series.

Litra Senas Fronch: 1-Fanel n-ewing Door (3622)
Milgard’s WoodClad and Ultra fiberglass doors are produced using a process known as pultrusion. Glass
rovings and mats arc pulled at tremendous forces through a resin bath and a series of dies. These materials
combine and catalyze to provide unparalleled tensile and torsional strength — up to 3 times stronger than

wood, up to 8 times stronger than vinyl. It's a difference you'll appreciate for a lifetime.

With Miigard fiberglass doors, you have the wonderful choice of Ultra or WoodClad Series. Ultra's interior
fiberglass surface comes factory pre-painted in white, with a rough fiberglass exterior in a choice of factory
baked-on paint colors for a finish that protects against UV rays. WoodClad doors feature a rich furniture-
grade, vertical grain Douglas Fir interior, with the same tough fiberglass exterior and colors as our Ultra

Series. We'll tell you more in the pages ahead.

The pultrusion rocess creates &
metsrial 8o durable, we use diamond-
tipped saws to cut our frame stock.



A Superior Formula
Makes the Difference

@ Avinyl door frame is made from a compound recipe that dictates
its performance and durability over time. Each additive to a
company’s vinyl recipe helps determine the long-term durability
characteristics of the final product, such as weather, impact and solar
heat resistance. It's al this stage where other companies often cut
costs, Milgard, on the other hand, uses only the best quality vinyl

material to make our award-winning patio door frames.

Because Milgard controls the manufacturing process, we produce
our vinyl doors in controlled environments, to exacting standards.
We extrude our own viny! door components to give you the best quality and consistency. While other vinyl doors may look
similar, you can be assured Milgard vinyl door frames match up to the demands of our Full Lifetime Warranty commitment.

Milgard's two-panel vinyl patio doors boast light commercial ratings and the most functional
and attractive hardware available. Unlike wood, they will not warp, crack or peel, and because
they don't absorb moisture, they're always fingertip easy to open in any weather.

All Milgard doors meet criteria for structural integrity and reliable performance established by

© the American Architectural Manufacturers Association (AAMA).

We invite you to explore our Classic™ and Style Line™ Series vinyl doors in this
brochure. Then, begin working with your Milgard dealer to choose the perfect

vinyl patic door for your home. —— __

Classe Viryl French-Style Bding Door (5621F)

Our vinyl doors use the samg top
Humity formula ag our award winning
windows.

COMPARE THE ADVANTAGES

Milgard Fibergiass or Vinyl Patio Doors vs, Solid Wood
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Milgard VWoodClad™
Series Doors

j A Natural Selection

oodClad doors offer the best

of both worlds — the durability
of a tiberglass frame, with the warmth
of furniture-grade, clear, vertical-
grain Douglas Fir on the interior. Only
the most select wood makes the cut.
We're so picky, we actually count the
number of annual growth rings per
inch for quality and consistency. Qur
woud interior can be clear finished or
stained to match existing woodwork
from a maple to a walnut appearance
— or anything in between. From a boost
in energy efficiency to providing more
light, a WoodClad French or patio
sliding door is the perfect solution.

The Beauty of Wood, the
Strength of Fiberglass

With WoodClad, your choice of colors
is limited only to your imagination.
Inside, vou can add a simple clear
finish or a rich stain to the vertical
grain Douglas Fir 1o match any interior
trim, Qutside, you can choose from
one of seven standard exterior colors.*
It's a finish that will never crack or
peel. Ever. But if you require a custom
color, fiberglass — unlike vinyl — can

be painted at the job site with proper
preparation. Available in In-swing, Out-
swing French or sliding daor styles,

Woorllip ~ COMPETITION'S
OV Fr PINE
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. o . Itra — as the name implies — was
M” gard U [tra Se rl eS t:esigncdtto be the ulfimate door

and window frame material. Qur Ultra

- I:| be I’glaSS fiberglass design was conceived from
. I_.I | Qh L Pe r—fo rrmance the input of homeowners, architects

3 and butlders during our nearly 50
fO[ EVE’)‘I-\/ Seagon years in the business. Ultra benefits

_from the strength, maintenance
features and stability of fiberglass,
while presenting the appearance of a
traditional wood frame profile. And
minimal expansion and contraction
means your Ultra doors are fingertip easy

to open in any weather.

Weather Tough

The strength of fiberglass protects your

investment from the harsher side of
Mother Nature Because of its inherent

properties, fiberglass can’t swell like

wood. It expands and contracts at the
same minimal rate as glass — much less
than vinyl or wood. Plus, fiberglass won't
crack, peel, warp, split, pit, corrode and
is virtually impervious to water. Our
fiberglass doors come factory painted
with a 300° F baked-on finish. }t can
even be custom painted to suit your

color taste.

Ultra Series patio doors are available in
the versatile, standard exterior colors®
shown below and in a pre-painted
white interior Or if you like, repaint
the exterior or interior with your

favarite color.
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'l Milgard Vinyl
Patio Doors

All Around Style & Value

L

[ you're looking for a patic door to match
our award-winning Milgard viny] windows,
we have two impressive styles from which
to choose. Both offer durable viny! frames
that don't absorb moisture and never need
painting. Both feature dual-pane SunCoat®
Low-E insulating glass. And, of course,
both are designed with steel reinforced lock
areas for added security. So, in a sense, it all
comes down to aesthetics. Which design best
complements your home?
T

o,

B -

e Classic™ Seriés

Vinyl Sliding Patio Dppg

-
-
e

~. Qur Classic seres sliding patio door is our

most popular. Its thicker frame profile offers
a more traditional look, For a more elegant
look, opt for our French-style sliding patio
door. A favorite ot architects, builders and
homeowners, it combines the Jook of a
French door with the space saving benefit

of a sliding patio door.

Styte Line™ Series

Vinyl Sliding Patioc Doors

You'll love the view from your Milgard Style
Line patio door. It combines sleek modern
lines with maximum glass area for ultimate
visibility. Style Line doors feature the same
quality vinyl compounds and distinctive
hardware that have made Milgard the
preferred choice for new and existing homes.

Classic and Style Line frames are available in
standard white or tan colors *




YOUR DOOR
AS A WORK
OF ART

magine the morning sunlight gently entering your family room
As the light warms your room, you notice a delightful mosaic of

light and shadows reflecting on the wall - a reflection of the grid
design you've chosen for your Milgard patio door. That's just one
visual advantage of gridwork — a distinctive way to liven up the look

of your home, whether you're admiring it from the inside or out.

Easy to Configure

You can make your Milgard door extraordinary with the creative use
of grids. All our doors offer multiple grid configurations using two
different grid profiles for vinvl and five for fiberglass doors. Milgard
doors can also be customized by choosing from a myriad of glass options,
or by pairing your door with sidelite or transom windows,

Vintage Grids

Create the look of individual panes of glass on both the
extertor and interior of your fiberglass doors. This option
provides the best simulated divided lite look.

Craftsman Grids

Create the look of individual panes of glass on the interior of

your fiberglass doors, leaving the exterior easier to clean.

Legacy Grids

Create the look of individual panes of glass on the exterior

of your fiberglass doors, leaving the interior easier to clean.

The Starting Point .
Start with a beautiful but simple door and turn it ”}

into a work of art by designing patterns such as

these shown below.®

* Soma pattoms Shown sy oy e seilbatie i sneg-in g shles

Dricd emsiyn rrist b sppowes! By Migerd,




Standard Glass

When you choose Milgard doors, you automaticatly
receive dual-pane, SunCoat* Low-E insulating glass. All
around comfort, all year long. SunCoat comes standard
on all Milgard WoodClad,” Ultra,” Classic™ and Style

Line™ doors.

Glass Options

SunCoat is a clear coating applied standard to one

side of the glass in all of our dual-pane windows. This
microscopically thin coating reflects heat from its source
in the summer and retains heat inside in the winter while
also reducing harmful LIV rays
that fade carpet and furniture
up to B4%.

SunCoatMAX™ provides

the best clarity and highest
performance of all solar gain
Low-E glass preducts. It
reduces harmful UV rays that
fade carpet and furniture up
to 95% while still maximizing

light in your home,

Specialty Glass Options

There are many combinations of glass available* from

Milgard to control everything from the sun’s heat and
ultraviolet rays to privacy, excessive sound and safety

issues. Shown here are some of our most popular glass
opttons. Many are ideal for bathroom applicaticns or

your own unique statement of beauty.

* Nel &l glass avaliable at all iocations.
Ask your Migard rerasantative,
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rior handles for Milgard

patio doors are available in colors to
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instde. That's the advantage of Milgard
hardware. Our locking mechanisms are fingertip
easy to operate. Better yet, they meet or exceed

the tonghest forced-entry tests. All Milgard

doors have metal-reinforced lock areas for added
strength and security. Exte
match frames, or optional brass. Interior handles

WoodClad™
are available in white or brass. Exterior keyed

locks avaitable on Classic™ Vinyl Series.
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VANTAGE™ RETRACTABLE SCREEN DOORS

oy ot i i) T
" ] |

=

May not be offered at a1 Migard locations, Check with your Milgerd representative.

FEATURES & BENEFTS

* Virtually disappears when not in use
* Safety design: screen expands on impact
preventing damaged screens

» Built-in dampening system: smooth, easy
retraction; will not slam shut if accidentally
released

¢ Low maintenance: when not in use the screen
is protected from dust, UV light and the
weather. No more removing and storing of
screens in the winter

® Powder coated finish: a better, longer lasting
appearance

¢ Adjustable handle heights: easy opening for
both children and adults of any height

¢ Designed for use with both single or double
doors, sliders or in-swings (may require
two screens)

® [actory installed {not available at all locations)

* Top and bottom insect piling keeps bugs out

» Stainless stee] springs withstand extreme
weather conditions

® Catch latch designed to ensure complete,
secure seal from top to bottom

® Np lubrication required, screen glides
between rails

OPTIONS

e Available in all standard colors except Silver

Pearl and Cranberry.

SPECIFICATIONS

¢ Lp to 10" wide (5’ maximum per screen)
¢ Llp to 8 high




WOODCLAD™ & ULTRA™ FIBERCG -L 5SS FRENCH DOOR

H\J f._,[ - HI (_,. L_'}LJ J— I'\J| p 1». JLE- :"__.

FEATURES & BENEFITS

¢ Patented, mechanically joined comers

® Traditional French Door look with
4.25" wide stile and top rail, and 8.5" tall
bottom rail

* Milgard SunCoat™ Low-E insulating glass

® Seven distinctive hardware finishes to
choose from

* Fully adjustable hinges

® Handle activated stainless multi-point
locking system (standard)

* Available in custom sizes with standard
lead times

# Choose from several grid styles

® WoodClad interior Douglas Fir comes
unfinished to allow chotce of stain colors
or clear finishing

# Custom colors available

# Sliding screen comes standard with
in-swing doors*

OPTIONS

® Transoms
* Tinted or Obscure Glass
® Grids can match our standard colors

WaadClad Seres 2-Panel French o : ¢ Vantage Retractable Screen
In-swing Door (3622) H QUllber sSanas

3822 in-swing . SPECIRCATIONS
r * Pre-painted white
;:::r}:g::tmor to ® Minimum/Maximum Size
* White matching 1 panel 296%/3°8°
hardware standard 2 panel 5°6%/6°8°
| & Multi-point locking 3 panel 7e6%orge
system standard 4 panel 10°6"/12°8°

* Available in [n-swing
or Out-swing models @ Structural Class Rating:

® Available sizes: - ***C40-In-swing
1 panel %:g:u - #**(30-Out-swing
6 o ¥ L factors:
300: - SunCoat Low-E/Clear = .38
2 panel g:g.. - SunCoat Low-E/Clear w/Argon = .35
g:g; - Clear/Clear = .48

- Clear w/Argon = .46

X=0Oparsble 0 = PFixed

French Door configurations** )
French Doors, o
In-swing and Qut-swing top view @ Indicates hinge on left

Elndiuaﬁesﬁngamrigm

May not be cifered at aff Magerd locations, Chesk with your Migard representative
‘Nat avalable on Out-swing models.

"* Note: 2 & 4 panal configurations ship open for field glazing.
** Test date subject to changs. Check with your Migard represertative,




WOODCLAD™ & ULTRA™ FHBERGLASS

FRENCH-STYLE SLIDING PATIO DOOR (362

FEATURES & BENEHTS

* Patented, mechanically joined comners

* Traditional French Door look with
4.25" wide stile and top rail, and 8.5"
tall bottom rail

* SunCoat® Low-E insulating glass

kL

I'"‘I e Seven distinctive hardware finishes to

I_|:| choose from

E » Corrosion resistant roller system

._..1 ¢ Dual point locking system

g8

Al comes standard

T * Available in custom sizes with

p— standard lead times

% * Choose from several grid styles
* WoodClad interior Douglas Fir

comes unfimshed to allow choice of
stain colors or clear finishing

* Custom colors available

OPTIONS

» Transoms

¢ Tinted or Obscure Glass

* Crids can match our standard colors
* Vantage Retractable Screen

SPECIFICATIONS

|_ WoodClad Serea French Stye saoing Patic Door (3626)

(=)

-:ﬁ ¢ Minimum/Maximum Size

— 2 panel 5°6'/Rog°

[.-_-.: 3 panel 7%6%12°8°

L:: 4 panel 10°6%/12°8°

0L ¢ Structural Class Rating:

o *(30 {2 & 3 panel)

= *R20 (4 panel)

s * *Ui-facrors:

) - SunCoat Low-E/Clear = .39
JE - SunCoat Low-E/Clear w/Argon = .36
= - Clear/Clear = .49

— « Clear w/Argon = 48

L

<L

X = Oporabie O = Fixed

Fiberglass Sliding Fbergless Siding Patio Door
Patic Daor, top view configurations

Mote: May not be offerad &t all Milgard locations. Check with your Milgard representative. WoodClad doors come unfinished,
* Test data subjert to change. Check with your Miga.d representative.



CLASSIC™ VINYL FRENCH-STYLE (5621F), CLASSIC VINYL

STANDARD ( } & STYLE LINE™ VINYL SLIDING DOOR (661

FEATURES & BENEFITS

¢ Virtually maintenance-free vinyl frames won't
crack,peel or require paint

# State-of-the-art rolling assembly for
effortless operation

* Contour glazing bead standard on French-style

¢ Steel reinforcement beam
¢ SunCoat® Low-E insulating glass
 Exceeds California’s tough forced-entry codes

» Choose from two available grid styles

* Custom sizes available
® PureView™ Screen comes standard on Classic Series
& Perfect for remodeling projects

OPTIONS

= Transoms
® Tinted or Obscure Class
® Add grids to match your design

s Vantage Retractable Screen***

SPECIFICATIONS

Classic Standard & Classic
French-Style Sliding Doors

* Minimum/Maximum Size
2 panel 5e6Ygeg°
3 panel 9°6Y/12°8°
4panel  10°6/16°%"

#® Structural Class Rating:
LC30 (6°6" panel)

Tan CEsns Ve
Slickrg Door (SE21)

ey 3

i 5 I 5. i R15 (4 panel

L ;. i i - H

ﬂ 1 E__JL _J? _ U-factor Classic | French Rail
Zpanel  Z-panel SunCoat Low-E/Clear .34 .38

r--"";!:w;; “’--r*‘q“ 1 SunCoat Low-E/Clear wArgon | .31 .36
i 5 H [ d

BEIERN Clear/Clear ~ 48 50
i ﬁ ok s Clear w/Argon 46 49

3-panel r— , . ,
Style Line Sliding Patio Door

; { "" :$==ii * Minimum/Maximum Size:

' . o, i 3 2 panel 56466

u B , B o **Crructural Class Rating: LC25

hop;:m = o ¥+ Lfactors: :

) - SunCoat Low-E/Clear = .34 i
- SunCoat Low-E/Clear w/Argon = .30 {y
Classic French-Styls Classic and Style Line Vinyl Siding - Clear/Clear — 48 st

Sliding Patio Daor, top vi Patio Door configurations™
cngrate P vew “ comaure - Clear/Clear w/Argon = .46

* May not be offered at a Migard locations. Chack with your Migard regresentative.
** Style Line Seres doors arm avaisble in 2-penel configurations only.

= Excludes Style Line Senes,

= Tesi data sutject to changa. Check with your Migand representative.
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City of Foster City

Memo

To:  File UP-84-003D
From: Christina Horrisberger, Associate Planner o’@/\

Date: June 23, 2015
Re: Cityhomes East Windows Prototype: Condition of Approval #9 ~ Sliding Glass Doors

The following requirement is now modified to allow for the installation of retrofit sliding glass doors:
“8. When sliding glass doors are replaced, the new construction method shall be used as shown on
Exhibit C. The trim shall be replaced with Miratec frim and shall be painted to match the existing
building color (see Exhibit D)."

Attachment: email from property manager

Q\CDD\DOCS\PDMMOWemo to File - UP-84-003D - Cityhomes East Windows Prototype.docx



Christina Horrisberger

From: Daniel Oscarson <DOscarson@gocompass.com>

Sent: Tuesday, June 23, 2015 12:44 PM

To: Christina Horrisberger

Ce: Alice Wang

Subject: Re: Windows and sliding doors change on 16 E. Court Lane

The hoa approves the change. Please provide the documentation so that I can update our records and issue the
conditional approval to this owner.

Dan Oscarson
Compass Management Group
Office: 408-226-3300

On Jun 23, 2015, at 12:13 PM, Christina Horrisberger <chorrisberger@fostercity.org> wrote:

Hi Daniel,

That is generally true, but in some cases if the change is very minor (e.g. change to installation method
with no change to material, color, style, function, size, location, or new or removed windows, etc.) and
would apply to all units, we can add a memo to the file to account for the minor revision. I've requested
and received direction that we could allow this particular minor revision with a memo to the file if the
HOA approves the change.

Regards,
Christina Horrisberger

From: Daniel Oscarson [mailto:DOscarson@gocompass.com]

Sent: Tuesday, June 23, 2015 12:05 PM
To: Christina Horrisberger; Alice Wang
Subject: RE: Windows and sliding doors change on 16 E. Court Lane

Christina,

I am confused on this. the HOA approval is solely based on the city prototype specifications. If you want
us to update our allowable windows, the city will need to revise the prototype document.

Dan Oscarson
Compass Management Group, Inc.

From: Christina Horrisberger [mailto:chorrisberger@fostercity.org]

Sent: Tuesday, June 23, 2015 12:00 PM
To: Alice Wang; Daniel Oscarson
Subject: RE: Windows and sliding doors change on 16 E. Court Lane

Hello— F‘LE
corY

Alice:



This email will be helpful, but please be sure to obtain a formal written and signed letter from the HOA
that includes details about what is approved (i.e. number of windows, material, color and installation
method.)

Dan:

If approved, the change from new construction to retrofit installation will need to be allowed for all
sliding glass doors within the development in order to ensure visual consistency. Please address this in
your response if approval is granted.

Regards,
Christina Horrisberger

From: Alice Wang [mailto:aliceciwang1@gmail.com]
Sent: Tuesday, June 23, 2015 11:02 AM

To: doscarson@gocompass.com

Cc: Christina Horrisberger
Subject: Windows and sliding doors change on 16 E. Court Lane

Hi Dan,

I would like to change windows and sliding doors; however, Cityhomes HOA requires "New
construction" on doors on prototype. Currently none of my contractors are willing to use new
construction on doors. I also asked some neighbors who used new constructions for contractors'
info. They do not do new constructions anymore because they are costly to clients who are not
willing to pay.

Then I walked around our neighborhood and talked to a few neighbors, there are quite a number
of neighbors using Retrofit and they all look very nice without any issues. Please see some
pictures below.

I also went to City Planning to confirm if I can use Retrofit on doors. City replied as long as
HOA approves it, City is okay. Therefore, I would like to request sliding door changing by using
Retrofit. Christina from Foster City Planning is very kind and willing to help and is copied on
the email.

Please let me know if there are any issues or questions. Looking forward to hearing from you
soon as my windows are leaking and sliding doors are not working :(

Thanks & Best,
Alice
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